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coNtENt

Safety valve

Against overloading, to whitstand 50 % over their rated 

capacity.

Hydraulic limitation of stroke

LCS (lowering control system) 

For a safe, smooth load descent control. This device acts 

automatically to regulate the speed of descent of the load. 

The heavier the load, the slower the descent.

Dead man’s handle system

Stops the drive if the user accidentally loses control 

of the mechanism.

PNEUMATIC TOOLS & ACCESSORIES P. EqUIPMENT P.

Air clean units 52 Bottle Jacks 76

Angle Grinders 20 Brake Bleeders 109

Beltsanders 32 Car Rampes 90

Blow guns 48 Cleaning Equipment 114

Boosters 63 Cylinders & pumps 104

Carbodytools 37 + 45 Engine Cranes 96

Caulking guns 41 Garage Stands 86

Die Grinders 22 Headlighttester 108

Drills 16 Lifting Tables 91

Hammers 34 Oil Drainer and/or Suction unit 120

Hose & Cable reels 55 + 62 Oil/Grease Dispenser 116

Hoses 54 Presses 98

Impact wrenches 8 Repair equipment 100

Lamps 62 Seats & Creepers 88

Magnetic tools 64 Transmission Jacks 94

Multicutter & Blades 42 Trolley Jacks 81

Needle scalers 36 Trolleys 106

Paint guns 46 Wheel/Cardolly 89

Plugs & Couplings 56 Wheel/Enginestand 93

Polishers 33

Ratchets 14

Riveters 40

Sanders 25

Screwdrivers 18

Sockets 66

Springbalancers 61

Tyre inflators 50

See OuR neW pRODuCtS AlSO

At OuR ReneWeD pRODuCt pAge 

On:

SafEtY
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Your 
powerful 
friend
Dear customer,

This slogan plays a central role in our organization and stands for two things. 

Primarily, we would like to offer you high quality and powerful tools, suitable for your application. In other words, 
our tools need to be an energetic companion and a nice buddy for the people that work with our tools. We are therefore 
constantly optimizing our product range so that we can offer our customers the right tool for their application. 
In the recent years we have introduced many new items to the market including our compact ½” impact wrench, 
a new line ratchet wrenches, hose-reels, brake-bleeders, LED-lights etc.. And in this catalog you will find again many 
new RODAC-items. 

Secondly, we, as Rodac, place a great importance to a good, constructive and long-term cooperation with our 
customers, suppliers, employees etc. and we highly value to be a trusted partner to them. 
As such  : RODAC, YOUR POWERFUL FRIEND! 

At the end of 2011, we became part of the French group, SAM OUTILLAGE, manufacturer of handtools since 1921. This 
resulted into a very successful collaboration between the two companies and together we developed a series of new 
products like the tool trolley RODY740. 
Furthermore as SAM OUTILLAGE is very active on the African continent, it is for Rodac a great opportunity to introduce 
our tools also to this, for us new, market. In case you are interested in receiving more information about SAM 
OUTILLAGE, Créateur d’outils, please do not hesitate to contact us, we will be more than happy to provide you with all 
information needed.  

Besides our new catalog, we also renewed our website WWW.RODAC.COM, especially the presentation of our products. 
Also we send a digital newsletter to our customers on a monthly basis. Should you like to receive this newsletter, you 
can easily sign up for this on our website. In this way, you can stay up-to-date with the latest information about new 
products and special promotions. 

We hope you will find all tools that you require in this catalog, but if you have a special request or if you have any 
question or remark, please do not hesitate to contact us.

Sonja Pijpers
Managing Director, Rodac International bv

•
G

A R A N T I E
•

G
A

R A N T I E

JAAR

RODAC International bv STB 
The Netherlands BE/LUX Germany
Nijverheidstraat 1 Petrus Basteleusstraat 2/9 
NL-6135 KJ Sittard B-1600 Sint-Pieters-Leeuw 
T:  +31 (0)46 458 2299 - F:  +31 (0)46 458 0590 T : +32 (0)2 331.34.34 - F : +32 (0)2 331.34.43 T:  +49 (0)3222 1681310 - F : +49 (0)3222 1681312  
E : info@sam-rodac.com             E :  belux@sam-rodac.com  E : DE@sam-rodac.com
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1007400AL 12
1007401A 12
1013300A 14
1014100A 15
1014300A 14
1014400A 15
1015100A 15
1015400A 15
1021100A 16
1046100A 31
1083100A 37
1086100ABC 41
20029S00A 71
20058S00A 72
20058S00AL 72
20058S01A 72
20059S00A 71
RA05000N 39
RA05001 39
RA05001 39
RA05003 39
RA05003 39
RA05100N 39
RA05101 39
RA05103 39
RA05103 39
RA06000N 39
RA06001N 39
RA07010 39
RA07020 39
RA07030 39
RA0901 49
RA0902 49
RA0903 49
RA1020 24
RA1021 24
RA1023 24
RA1040SET 24
RA120013 47
RA120014 47
RA120017 47
RA120020 47
RA120025 47
RA122008 47
RA122010 47
RA130013 47
RA130014 47
RA130017 47
RA130020 47
RA130025 47
RA134014 47
RA134017 47
RA134020 47
RA144P050 25
RA144P080 25
RA144P120 25
RA145P050 25
RA145P080 25
RA145P120 25
RA15007…. 28
RA167 25
RA168 25
RA168 33
RA21541 70
RA271SET 21
RA272SET 21
RA273SET 21
RA293 35
RA2ROH 25
RA31318LSET 38
RA31318SET 38
RA31324LSET 38

RA31324SET 38
RA31332LSET 38
RA31332SET 38
RA31541 70
RA3ROH 25
RA411503 36
RA411510 35
RA411511 35
RA411520 35
RA411525 35
RA411530 35
RA41541 70
RA4192241 35
RA4193341 35
RA4421107SET 36
RA4431107SET 36
RA4432107SET 36
RA4433107SET 36
RA4441107SET 36
RA4442107SET 36
RA4443107SET 36
RA53336AS 24
RA6012002 36
RA6013003 36
RA6013004 36
RA7041101 35
RA7041103 35
RA7041104 35
RA7041106 35
RA7041107 35
RA7041112 35
RA7042105 35
RA77P120 21
RA8410040SET 32
RA8410060SET 32
RA8410080SET 32
RA8410120SET 32
RA8420040SET 32
RA8420060SET 32
RA8420080SET 32
RA8420120SET 32
RA844506K12SET 32
RA844506K150SET 32
RA844510K060SET 32
RA844510K120SET 32
RA844510K150SET 32
RA844513K080SET 32
RA844513K120SET 32
RA844520K060SET 32
RA844520K080SET 32
RA8515LW 33
RA8605LW 33
RA8605SP1 33
RA8605SP2 33
RA8605SP2 33
RA8605VM14 33
RA8606SET 21
RA8607SET 21
RA8612SET 21
RA8613SET 21
RA8615SET 21
RA8617SET 21
RA8618 35
RA8619 35
RA8620 35
RA8622 35
RA8625 54
RA8633 54
RA8634 54
RA8640 53
RA8640N12 54
RA8640N14 54

RA8640N38 54
RA8644 53
RA8647A 17
RA8648 17
RA8649 17
RA8650 17
RA8651 17
RA8655N10 17
RA8655N13 17
RA8657N 53
RA8658N10 17
RA8658N13 17
RA8665 55
RA8671 71
RA8672 71
RA8673 69
RA8674 71
RA8679 71
RA8681 69
RA8681L 69
RA8682 69
RA8684 69
RA8685 71
RA8686CM 72
RA8686CM 72
RA8687 71
RA8688 71
RA8689 72
RA8690 71
RA8694 72
RA8697 72
RA8701 71
RA8705 72
RA8830 55
RA8831 55
RA8833 55
RA8834 55
RA8861 55
RA8880 62
RA8884 62
RA910 44
RA911SET 44
RA912SET 44
RABST12/24A 63
RABST12A 63
RAG…. 66-70
RALA450 62
RALA500 62
RALA600 62
RALA700 62
RAM12120 10
RAMG1000 64
RAMG2000 64
RAMG3000 64
RAMG5050 64
RAMG6001 65
RAMG6002 65
RAMG6003 65
RAMG6004 65
RAMG6010 65
RAMG6015 65
RAMG6060 65
RAMG6080 65
RAMG6090 65
RAMG8001 65
RAP2831301S 29
RAP2831311 29
RAP2950000 29
RAP2950001 29
RAP2950201 29
RAP2950211 29
RAP2960000 29

RAP2960001S 29
RAP2960010 30
RAP2960011 29
RAP2960060 30
RAP2960061 30
RAP2960150S 30
RAP2960201 29
RAP2960211 29
RARD17S 35
RARD19S 35
RARD20S 35
RARD22S 35
RARD26S 35
RARD30S 35
RARD33S 35
RARD50S 35
RARD60S 35
RARD93S 35
RARD95S 35
RARK925 42
RARK926 42
RARK927 42
RARK928 42
RARK929 42
RASB1200 61
RASB2000 61
RASB3000 61
RASB5000 61
RASB7000N 61
RASB8000N 61
RASD50060SET 25
RASD50080SET 25
RASD50120SET 25
RASD75060SET 25
RASD75080SET 25
RASD75120SET 25
RASG1000-1 52
RASG1000-12 52
RASG1000-14 52
RASG1000-38 52
RASG1010-1 52
RASG1010-12 52
RASG1010-14 52
RASG1010-38 52
RASG1020-1 53
RASG1020-12 53
RASG1020-14 53
RASG1020-38 53
RASG1030-1 53
RASG1030-12 53
RASG1030-14 53
RASG1030-38 53
RASG1040-1 52
RASG1040-12 52
RASG1040-14 52
RASG1040-38 52
RASG1050 53
RASP50320SET 25
RASP50400SET 25
RASP50600SET 25
RASP75320SET 25
RASP75400SET 25
RASP75600SET 25
RASPP5001SET 25
RASPP5002SET 25
RASPP5003SET 25
RASPP7501SET 25
RASPP7502SET 25
RASPP7503SET 25
RBAOBD2 63
RC006EU 48
RC006OR 48

RC011N 111
RC014 111
RC030 115
RC035 115
RC090 49
RC091 49
RC095 49
RC096 49
RC099 49
RC107 41
RC108N 50
RC1100 51
RC113+114 48
RC113C 48
RC113SET 48
RC114SET 48
RC1155 51
RC1164 50
RC1165 51
RC116D 50
RC117N 45
RC118N 41
RC119N 41
RC1200H 46
RC120N 41
RC1220H 46
RC123 50
RC128 22
RC129 45
RC1300H 46
RC133 23
RC133L 23
RC1340L 46
RC138 22
RC139 22
RC161BC 23
RC163 25
RC163BC 25
RC166 33
RC166BC 33
RC169 25
RC169BC 25
RC188NSET 45
RC191 40
RC191BC 40
RC192 40
RC192BC 40
RC197ABC 40
RC198ABC 40
RC2016A 16
RC2020A 16
RC2022A 17
RC203A 16
RC206A 16
RC206ABC 16
RC208RA 17
RC214A 17
RC217A 17
RC224 38
RC236 37
RC261 21
RC265 31
RC266A 21
RC267 20
RC268 20
RC269 20
RC272 20
RC2750 9
RC2751 9
RC2751BC 9
RC2753 9
RC2754 10

  ART.NR. p.   ART.NR. p.   ART.NR. p.   ART.NR. p.   ART.NR. p.
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RC2755 9
RC275BC 34
RC275BCB 34
RC275HR 34
RC2770 10
RC2780 10
RC2780BC 10
RC2790 10
RC287 35
RC288 35
RC289 35
RC293H 34
RC293HBC 34
RC293HBCB 34
RC312SET 38
RC315 38
RC332 42
RC3403 18
RC3410H 18
RC3425 18
RC3430 19
RC3450 18
RC3460 19
RC355 37
RC361 37
RC3750 11
RC3770 11
RC3780 11
RC380BC2 39
RC380SET 39
RC4005 38
RC4115 36
RC4117 36
RC4120 36
RC4130 36
RC4140 36
RC468 15
RC530 22
RC530BC 22
RC530L 23
RC532 24
RC533 24
RC534 23
RC535 23
RC582 14
RC582BC 14
RC583 14
RC584 14
RC590 15
RC630BC 8
RC630T 8
RC632 8
RC632BC 8
RC650 9
RC7235 33
RC7236 33
RC7240 31
RC7242 33
RC762L 12
RC765BL 12
RC766 12
RC770 13
RC7720 21
RC8430 32
RC8440A 32
RC8445A 32
RC8950 31
RC92332S 26
RC92461S 27
RC92462S 27
RC92463S 27
RC927V 27

RC9322BC 26
RC9330 26
RC9332 26
RC9361S 26
RC9461S 26
RCHS10 87
RCLS5 87
RCSHS2 87
RCTH5 87
REQ3000 81
REQ3005 81
RF0101 43
RF0102 43
RF0103 43
RF0201 43
RF0203 43
RF0204 43
RF0205 43
RF0206 43
RF0207 43
RF0301 43
RF0302 43
RF0303 43
RF0401 43
RF0402 43
RF0403 43
RF0404 43
RF0405 43
RF0406 43
RF0407 43
RF0408 43
RF0409 43
RF0410 43
RF0501 43
RF0601 43
RF0701 43
RF0801 43
RF0901 42
RF0902 42
RF1001 42
RODY740 106
RODY740-131 107
RQA1200 95
RQA5… 104
RQA5181 83
RQAB71 105
RQAB72 105
RQABJ10LIFT 80
RQAC17A 95
RQAP5600 99
RQAR5181 83
RQBJ10LIFT 80
RQBJR10 76
RQBJR12 76
RQBJR15 76
RQBJR2 76
RQBJR20 76
RQBJR25 76
RQBJR3 76
RQBJR30 76
RQBJR3A 76
RQBJR40 76
RQBJR5 76
RQBJR50 76
RQBJR8 76
RQBJTR12 79
RQBJTR2 79
RQBJTR20 79
RQBJTR2F 79
RQBJTR2H 79
RQBJTR5 79
RQBJX20 80

RQBJX30S 80
RQBNR2 103
RQBR20 101
RQBRS10N 101
RQBS10E 102
RQC10N 97
RQC20C 97
RQC30N 97
RQCF05C 97
RQCF10C 97
RQCF20C 97
RQDD250 97
RQDD300 97
RQGC10N 83
RQGC12N 83
RQGCL10T35A 85
RQGCL15T30A 85
RQGCL20T65A 85
RQGCL25 85
RQGCL35 85
RQGCR2 83
RQGCR2H 83
RQGCR2L 83
RQGCR3 83
RQGCR6 83
RQHL04N 108
RQHL05 108
RQLT1500 92
RQLT650 92
RQMB201 31
RQML6 91
RQN1000 115
RQN1021 120
RQN1053 120
RQN1063 120
RQN2017 51
RQN4048 110
RQN4075 110
RQN4080 111
RQN4110 109
RQN4120 109
RQN5010 114
RQN5020 114
RQN5025 114
RQN7610 116
RQN7620 116
RQN7715 120
RQN8010 116
RQN8050 122
RQN8060 122
RQN8070 121
RQN8080 121
RQN8090 121
RQN9000 122
RQN9060 60
RQN9070 60
RQNA… 112
RQNA2000 51
RQNA2020 51
RQNA2030 51
RQNA735 118
RQNA7500 117
RQNA7501 117
RQNA7510 117
RQNA7520 117
RQNA7521 117
RQNA7530 118
RQNA7531 118
RQNA7532 118
RQNA7533 118
RQNA7534 118
RQNA7534A 118

RQNA7540 118
RQNA7541 118
RQNA7542 118
RQNA7543 118
RQNA7544 118
RQNA7545 118
RQNA7550 119
RQNA7551 119
RQNA7552 119
RQNA7560 119
RQNA7561 119
RQNA7570 117
RQNA7580A 117
RQNA8050 122
RQNA8060 122
RQNAE40… 113
RQPBR10 99
RQPBR150 99
RQPC… 104
RQPCB… 104
RQPJR20 99
RQPJR30 99
RQPL… 104
RQPPAR20 (V) 99
RQPPAR30 (V) 99
RQPPAR50 (V) 99
RQPPRS30 (V) 99
RQPPSR20 (V) 99
RQPPSR50 (V) 99
RQTJ12003 94
RQTJ3003 94
RQTJ7503 94
RQWD200 89
RQWD600 93
RR275140 73
RR275141 73
RR275143 73
RR27514ASET 73
RR27514H 73
RR27514P 73
RR27514PAD 73
RR7002 54
RR7003 54
RR7014 54
RR7015 54
RR7016 54
RR7033 54
RR7101ASET 57
RR7102SET 57
RR7103SET 57
RR7104SET 57
RR7105SET 57
RR7201SET 56
RR7202SET 56
RR7203SET 56
RR7204SET 56
RR7205SET 56
RR7206SET 56
RR7207SET 56
RR7208SET 56
RR7209SET 56
RR7212SET 56
RR7213SET 56
RR7220SET 58
RR7221SET 58
RR7223SET 58
RR7301SET 58
RR7302SET 58
RR7303SET 58
RR7304SET 58
RR7305SET 58
RR7306SET 58

RR7401SET 57
RR7402SET 57
RR7403SET 57
RR7404SET 57
RR7405SET 57
RR7406SET 57
RR7407SET 57
RR7408SET 57
RR7705SET 60
RR7706SET 60
RR7707SET 60
RR7708SET 60
RR7709SET 60
RR7710SET 60
RR7805SET 60
RR7806SET 60
RR7807SET 60
RR7808SET 60
RR7810SET 60
RR7904SET 60
RR7905SET 60
RR7907SET 60
RR7908SET 60
RR7909SET 60
RR7950 60
RR8101 59
RR8106 59
RR8111 59
RR8206 59
RR8211 59
RR8301 59
RR8306 59
RR8311 59
RRNC27515H 73
RRNC27515SET 73
RTPJ050 86
TL102N 78
TL104N 78
TL106N 78
TL108N 78
TL112N 78
TL120N 78
TL2000 93
TL20900 89
TL220KWAST 115
TL220N 115
TL22150 103
TL22500 97
TL3000N 88
TL3010N 88
TL3040 88
TL3050 88
TL60… 105
TL620A 99
TL68010 97
TL733N 94
TL80050N 90
TL80051 90
TL8011 103
TL804N 100
TL810N 100
TL8115 81
TLGS100B 90
TLGSC12 86
TLGSC2 86
TLGSC3 86
TLGSC6 86

  ART.NR. p.   ART.NR. p.   ART.NR. p.   ART.NR. p.   ART.NR. p.
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RODAC’s powerful pneumatic tools excel in their sustainability and user-friendliness. 
Thanks to their balanced supply and good price to quality ratio, they are well-suited 
to every professional user. RODAC’s equipment is distinguished by its unrivalled power 
and extensive vibration-free lifespan. In addition, it features favourable technical 
specifications making it powerful, easy to deploy and a pleasure to use. 
RODAC also supplies a wide range of accessories and attachments.

Pneumatic 
tools &
accessories
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RC630BCRC630t

RC632 RC632BC

“ mm Nm BSp mm bar RpM l/min Dba M/S2 mm mm mm kg pos

RC630 1/4 12 40 1/4 10 6,3 10.000 150 87/98 5,1 135 180 42 0,8 4/4

RC632 3/8 10 75 1/4 8 6,3 9.000 170 110 1,34 173 85 48 1,1 8/8

RA1250 3/8” Socket retaining ring

RA1251 1/2” Socket retaining ring

RA1252 3/4” Socket retaining ring 

RA1253 1” Socket retaining ring 

RpOR3286 3/8”  O-ring

RpOR23411  1/2” O-ring

RpOR3367 3/4” O-ring

Pin clutch    One /Swing hammer    Twin hammer

 ImpAcT wRENch 1/4” 
 TwIN hAmmER

 ImpAcT wRENch 3/8” 
 ONE hAmmER

 ImpAcT wRENch 1/4” IN blOwcAsE 
 TwIN hAmmER

INCL. SOCKETS 8, 9, 10, 11, 12MM + 2” EXTENSION BAR AND UNIVERSAL JOINT.

 ImpAcT wRENch 3/8” IN blOwcAsE 
 ONE hAmmER

INCL. SOCKETS 8,10,11,12,13,14, 17 & 19MM + 3” EXTENSION BAR, BITS HOLDER

EAsy ONE-hANd 

OpERATION

AccEssORIEs

ImpAcT sOcKETs 

sEE pAGE 66 TO 72

IdEAl fOR 
lOOsENING GlOw 

pluGs
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122 MM

RC2750RC650

RC2751

RC2753

RC2751BC

RC2755

“ mm Nm BSp mm bar RpM l/min Dba M/S2 mm mm mm kg pos

RC650 3/8 13 340 1/4 10 6,3 10.000 300 77/83 3,9 153 189 56 1,2 3/3 

RC2750 1/2 13 407 1/4 10 6,3 11.000 300 77 3,9 153 189 56 1,2 3/3

RC2751 1/2 13 610 1/4 10 6,3 9.000 120 89/100 9,7 122 198 64 1,3 1/3

RC2753 1/2 16 583 1/4 10 6,3 8.000 135 95,6/97,5 3,2 190 200 64 2,1 1/4

RC2755 1/2 16 900 1/4 10 6,3 7.000 492 82/90 6,8 183 205 70 1,8 3/3

 ImpAcT wRENch 3/8”
 TwIN hAmmER

 ImpAcT wRENch 1/2” sTubby
 TwIN hAmmER

 ImpAcT wRENch 1/2”
 TwIN hAmmER

 slAGmOERslEuTEl 1/2”
 TwIN hAmmER

 ImpAcT wRENch 1/2” sTubby
 TwIN hAmmER IN blOwcAsE

INCL. SOCKETS 13, 14, 15, 16, 17, 18, 19, 21, 24MM + 75MM EXTENSION BAR

 ImpAcT wRENch 1/2”
 TwIN hAmmER

EAsy ONE-hANd 

OpERATION

EAsy ONE-hANd 

OpERATION

EAsy ONE-hANd 

OpERATION

EAsy ONE-hANd 

OpERATION

EAsy ONE-hANd 

OpERATION
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“ mm Nm BSp mm bar RpM l/min Dba M/S2 mm mm mm kg pos

RC2754 1/2 16 +/- 90 1/4 10 6,3 4.000 492 82/90 6,8 183 205 70 1,9 1/1

RC2780 1/2 16 1.350 1/4 8 6,3 10.000 400 85/93,7 5,4 193 205 67 2 2/3

RC2790 1/2 16 1.486 1/4 10 6,3 8.000 113 95,4/105,56 5,3 186 200 77 2,04 1/4

RC2770 1/2 16 271 1/4 10 6,3 6.000 91 86 7,5 332 80 56 2,2 2/1

RAM12120 - - 120 - - - - - - - 120 560 70 1,58 -

RC2780rc2754

RC2780BC

RC2770

RC2790

RAM12120

 TORquE cONTROllEd ImpAcT wRENch 
 1/2” TwIN hAmmER

TORQUE CONTROLLED. PERFECT FOR CHANGING TYRES
REVERSE : 813 NM 

 ImpAcT wRENch 1/2” 
 IN blOwcAsE

INCL. 6 IMPACT SOCKETS, 3 X WITH PLASTIC COVER 
(17, 19 ,21 MM) AND 22, 23, 24 MM LONG, MINI OILER AND OIL BOTTLE

 ImpAcT RATchET wRENch 1/2” 
 ANGlE TypE 

 slAGmOERslEuTEl 1/2”
 TwIN hAmmER

 ImpAcT wRENch 1/2”
 TwIN hAmmER

 TORquE wRENch 1/2” 
 120Nm

WITH FIXED TORQUE OF 120NM 

EAsy ONE-hANd 

OpERATION

EAsy ONE-hANd 

OpERATION

OPTION: RAH280
SILENCING HOSE
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RC3750

RC3770 RC3780

“ mm Nm BSp mm bar RpM l/min Dba M/S2 mm mm mm kg pos

RC3750 3/4 29 1.900 3/8 13 6,3 6.000 545 84/90 10,2 215 235 88 3,3 3/3

RC3770 3/4 32 2.034 3/8 13 6,2 5.500 216 84 12,9 220 241 110 4,6 1/3

RC3780 3/4 26 1.492 1/4 10 6,3 5.000 139 94/100 8,5 191 217 78 2,6 13

 ImpAcT wRENch 3/4” 
 TwIN hAmmER

 ImpAcT wRENch 3/4”
 TwIN hAmmER

ALUMINUM

 ImpAcT wRENch 1” 
 swING hAmmER

ALUMINUM

FOR IMPACT SOCKETS,

PLEASE SEE PAGES 66 - 72 

EAsy ONE-hANd 

OpERATION

EAsy ONE-hANd 

OpERATION
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RC765bL

RC766

RC762l

1007400aL

“ mm Nm BSp mm bar RpM l/min Dba M/S2 mm mm mm kg pos

1007401A 1 39 3.800 1/2 13 6,3 4.100 700 93/104 5,6 270 275 104 8,9 3/3

RC762L 1 45 2.441 1/2 13 6,2 4.200 222 102/113 10,17 520 180 110 11,2 3/3

RC766 1 45 2.441 1/2 13 6,3 6.000 282 86 6,5 492 140 140 7,8 -

RC765B/BL 1 45 3.000 1/2 13 6,3 4.800 380 93/104,6 5 420/ 550 170 125 7,5/ 8,3 3/3

1007400A/AL 1 39 3.800 1/2 13 6,3 4.100 700 85 4 355/ 520 175 160 9,3/ 10,8 3/3

1007401A

 ImpAcT wRENch 1” 
 TwIN hAmmER

 LIGHTWEIGHT

 slAGmOERslEuTEl 1” 
 TwIN hAmmER

 ImpAcT wRENch wITh lONG ANvIl 1”
 TwIN hAmmER

LIGHT WEIGHT, ALSO AVAILABLE WITH SHORT ANVIL (RC765B) 

 ImpAcT wRENch wITh lONG ANvIl 1”
 swING hAmmER

ALSO AVAILABLE WITH SHORT ANVIL (1004700A) 

 ImpAcT wRENch 1” 
 swING hAmmER
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RC770

“ Nm BSp mm bar RpM l/min Dba M/S2 mm mm mm kg pos

RC770 1 1/2 4000 1/2 13 6,3 3000 580 85 4 500 180 167 23 3/3

 ImpAcT wRENch 1½” 
 TwIN hAmmER
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RC582

1014300a

1013300a

RC583

RC582BC

rc584

“ Nm BSp mm bar RpM l/min Dba M/S2 mm mm mm kg pos

RC582 1/4+3/8 40 1/4 10 6,3 850 113 85 2,6 155 57 40 0,5 • 

1013300A 1/4 34 1/4 6 6,3 260 108 94 0,43 130 37 29 0,45 •

1014300A 3/8 34 1/4 6 6,3 260 108 94 0,43 130 37 29 0,45 • 

RC583 1/4 41 1/4 10 6,2 200 113 84 1,8 196 40 50 0,5 • 

RC584 3/8 41 1/4 10 6,2 200 113 84 1,8 196 40 50 0,5 • 

 RATchET KIT 1/4” - 3/8”

 RATchET (supER mINI) 3/8”

 RATchET (supER mINI) 1/4”

 RATchET (mINI) 1/4”

 RATchET KIT 1/4” - 3/8”
 IN blOwcAsE

 RATchET (mINI) 3/8”

KIT INCLUDES: 
1 X RC582 RATCHET WRENCH WITH 
OPEN HEAD
1 X REVERSIBLE RATCHET HEAD 1/4” + 3/8”
1 X 1/4” SCREWDRIVER BIT HOLDER
1 X 1/4” ERGONOMIC RATCHET HANDLE 
(FORWARD/FIXED/REVERSE)

10 ST. 1/4” SOCKETS SET 
(INCL. 5.5, 6, 7, 8, 9, 10, 11, 12, 13, 14 MM)
1 X 1/4” UNIVERSAL JOINT
1 X 1/4” QUICK RELEASE BIT ADAPTER
1 X 100MM QUICK RELEASE EXTENSION BAR
1 X 1/4” SPINNER HANDLE
21 ST. 25 MM INSERT BITS

1/4” BITHOLDER 1/4” SQUARE 3/8” SQUARE
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1015100A1014100A

RC468

1014400A

RC590

1015400A

“ Nm BSp mm bar RpM l/min Dba M/S2 mm mm mm kg pos

1014100A 3/8 122 1/4 10 6,3 160 105 93 4,7 254 53 41 1,25 •

1015100A 1/2 122 1/4 10 6,3 160 105 93 4,7 254 53 41 1,25 •

RC590 1/2 68 1/4 10 6,2 150 113 80 2,6 315 300 210 25,5 •

RC468 1/2 140 1/4 6 6,3 150 140 90 3,7 360 57 57 2 • 

1014400A 3/8 102 1/4 10 6,3 400 113 86 12,2 280 58 46 1,28 -

1015400A 1/2 102 1/4 10 6,3 400 113 86 12,2 280 58 46 1,28 -

 RATchET 3/8“ 

 RATchET 1/2”

 ImpAcT RATchET 3/8“  

 RATchET 1/2”

 RATchET 1/2”

 ImpAcT RATchET 1/2“ 

sEE pAGE 66-72 fOR mORE 

INfO ON ImpAcT sOcKETs 
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RC206aRC203A

rc206ABc

RC2020A

1021100A

RC2016A

“ mm Nm BSp mm bar RpM l/min Dba M/S2 mm mm mm kg

RC203A 0,60 - 3/8x24 0,5-7 1/4 8 6,3 2.800 200 91 2,5 126 133 36 0,6

RC206A 0,50 • 3/8x24 1,0-10 1/4 8 6,3 1.800 200 85 2,8 163 155 42 1,4

1021100A 0,67 • 3/8x24 1,0-10 1/4 10 6,3 2.600 170 89 5,56 220 140 45 1,25

RC2020A 0,2 • 3/8x24 1,0-10 1/4 5 6,3 1.600 280 72 0,4 140 142 36 0,63

RC2016A 0,25 • 3/8x24 1,0-10 1/4 6 6,3 410 425 88 0,17 190 158 45 1,04

 dRIll 6 mm  dRIll 10 mm

 dRIll 10 mm IN blOwcAsE

WITH 11 DRILLS

 dRIll 10 mm

AIR INLET VARIABLE (3 OPTIONS, SEE ARROWS)

 dRIll 10 mm

 dRIll 10 mm
 410 Rpm

OPTION: RAH300
SILENCING HOSE

OPTION: RAH216
SILENCING HOSE

AlumINum bOdy
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RA8647A
6 MM

RA8655N10 
10 MM 

(RC206A/208RA/
217A/2016A)

RA8655N13
13 MM 

(RC214A)

RA8658N10 
10 MM 

(RC2020A/1021100A)

RA8658N13
13 MM 

(RC2022A)

rc217aRC208Ra

RC214A RC2022A

“ mm Nm BSp mm bar RpM l/min Dba M/S2 mm mm mm kg

RC208RA 0,45 • 3/8x24 1,0-10 1/4 8 6,3 1.400 190 94 2,6 205 95 42 0,9

RC217A 0,50 - 3/8x24 1,0-10 1/4 8 6,3 4.500 190 100 2,5 210 64 64 0,9

RC214A 0,55 • 3/8x24 1,5-13 1/4 8 6,3 800 200 89 2,5 205 155 45 1,6

RC2022A 0,4 • 3/8x24 1,0-13 1/4 8 6,3 750 550 77 0,2 159 154 45 0,97

 dRIll 10 mm

 dRIll 13 mm

 dRIll 10 mm

 dRIll 13 mm

AIR INLET VARIABLE (3 OPTIONS, SEE ARROWS)

OPTIE: RAH300
SILENCING HOSE

OPTION: RAH200
SILENCING HOSE

OPTION: RAH200
SILENCING HOSE

AccEssORIEs

AlumINum bOdy

CHUCK KEY:
RA8648 : 10 MM
RA8649 : 13 MM

KEY FOR CHUCK KEY :
RA8650 : 10 MM
RA8651 : 13 MM
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RC3450RC3410H

RC3403 RC3425

Nm Nm mm “ BSp mm bar RpM l/min Dba M/S2 mm mm mm kg

RC3410H 2 12 1/4 • 1/4 8 6,3 800 180 85 5,8 272 86 42 1,3

RC3450 70 140 1/4 • 1/4 8 6,3 10.000 350 90 3,9 155 160 50 1,2

RC3403 1 6 1/4 • 1/4 8 6,3 1.700 538 76 1,1 165 154 43 0,85

RC3425 1 9 1/4 • 1/4 8 6,3 350 550 76 0,2 180 160 39 0,92

RC3460 1,5 9,5 1/4 • 1/4 8 6,3 550 550 77 0,9 215 - 39 0,79 

RC3430 0,3 1.7 1/4 • 1/4 8 6,3 1.800 280 75 0,9 180 - 31 0,48

4/4

 scREw dRIvER

 scREw dRIvER

 scREw dRIvER

 WITH DOUBLE IMPACT HAMMERMECHANISM AND SILENCER

 scREw dRIvER

INCL. SILENCING HOSE

AlumINum bOdy
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RC3460

RC3430

M 4,1 - M 7,0

M 2,2 - M 4,2

 scREw dRIvER

PUSH START

 scREw dRIvER

PUSH START
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RC267

rc268

RC272

RC269

“ mm mm BSp mm bar RpM l/min Dba M/S2 mm mm mm kg pos

RC267 0,34 • M6 9,5x75 1/4 8 6,3 18.000 115 84 2,5 180 82 82 0,97 •

RC268 0,30 - M6 9,5x75 1/4 8 6,3 22.000 300 98 2,5 187 85 40 0,70 •

RC269 0,37 - M6 9,5x75 1/4 8 6,3 22.000 350 98 2,5 192 81 72 0,82 •

RC272 0,25 - 3/8” 9,5x50 1/4 10 6,3 20.000 113 83 2,5 129 93 65 0,5 •

 mINI ANGlE GRINdER (75mm)

DIRECTION CAN BE CHANGED TO LEFT AND RIGHT, WITH ADJUSTABLE PROTECTIVE CAP

 cuT Off TOOl  (75mm)

 mINI ANGlE GRINdER (50 mm)

SUITABLE FOR CUT OFF- AND GRINDINGDISCS

 cuT Off TOOl  (75mm)
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RC7720

rc266A

RA77P120

rc261

ø 9,5 X 100 MM (RC266A)

RA8612SET - 0,8 MM

RA8613SET - 1,6 MM

ø 16 X 106 MM (RC261)

RA8615SET - 1MM

ø 9,5 X 75 MM 

(RC267, RC268, RC269)

RA8606SET - 1,6 MM

RA8607SET - 1,0 MM

ø 9,5 X 50 MM (RC272)

RA8617SET - 1,0 MM

RA271SET - K60

RA272SET - K80

RA273SET - K120

mm mm BSp mm bar RpM l/min Dba M/S2 mm mm mm kg pos

RC7720 0,51 M14 22x125 1/4 10 6,3 10.000 500 83 2,5 240 93 140 1,8 -

RC266A 0,5 M6 9,5x100 1/4 10 6,3 18.000 115 84 2,5 400 67 82 1,8 8

RC261 0,7 M15 16x100 1/4 10 6,3 14.000 113 89,5 3,65 371,5 59 112 1,7 11

SPINDLE STOP 

WITH ADJUSTABLE PROTECTION GUARD 126°

 ANGlE GRINdER (125 mm)

WITH SPINDLE STOP AND SWIVEL PROTECTION GUARD

 ANGlE GRINdER (100 mm)

WITH ADJUSTABLE PROTECTION GUARD 126°

 3m ROlOc bRIsTlEdIsc
 whITE

TREATING OF ALUMINUM - 115 X M14

 ANGlE GRINdER (100 mm)
 fOR Ø 100mm dIscs

AccEssORIEs (1 sET = 10 dIscs)

OPTION RA7701 
SILENCING HOSE 

OPTION RA7702
KEYLES LOCKING NUT M14 

OPTION RA7700
 ANTI-VIBRATION GRIP
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RC139RC128

RC530

RC138

RC530BC

mm BSp mm bar RpM l/min Dba M/S2 mm mm mm kg pos

RC128 0,25 6 1/4 6 6,3 22.000 140 96 3,0 125 75 34 0,3 •

RC139 0,15 6 1/4 6 6,3 22.000 200 95 2,5 160 74 40 0,6 •

RC138 0,15 6 1/4 6 6,3 22.000 200 93 3 172 63 40 0,6 •

RC530 0,37 6 1/4 6 6,3 22.000 200 93 3,0 172 63 40 0,5 •

 dIE GRINdER 6 mm  dIE GRINdER 6 mm

 dIE GRINdER 6 mm

 dIE GRINdER 6 mm

 dIE GRINdER
 IN blOwcAsE

RC530 / RA1040SET / RA1020

OPTION: RA1020 - 3 MM

OPTION: RA1020 - 3 MM

OPTION: RA1020 - 3 MM

OPTION: RAH100
SILENCING HOSE

OPTION: RAH100
SILENCING HOSE

OPTION: RAH200
SILENCING HOSE

OPTION: RA1020 - 3 MM
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RC534RC133

RC530L

RC535

RC133L

mm BSp mm bar RpM l/min Dba M/S2 mm mm mm kg pos

RC133 0,15 6 1/4 6 6,3 25.000 200 91 2,5 172 63 40 0,4 •

RC534 0,37 6 1/4 10 6,2 20.000 113 79 1,68 188 66 45 0,7 • 

RC530L 0,37 6 1/4 6 6,3 22.000 200 93 5,4 330 63 40 0,6 •

RC133L 0,15 6 1/4 6 6,3 25.000 200 91 2,5 252 63 40 0,9 •

RC535 0,35 6 1/4 6 6,3 4.500 230 100 2,5 215 63 42 0,8 •

RC161 0,15 3 1/4 6 6,3 54.000 170 74 0,6 153 15 15 0,2 •

RC161BC

 dIE GRINdER 6 mm  dIE GRINdER 6 mm

 dIE GRINdER 6 mm

 dIE GRINdER 6 mm

 dIE GRINdER 6 mm

OPTION: RA1020 - 3 MMOPTION: RA1020 - 3 MM

OPTION: RA1020 - 3 MM

OPTION: RA1020 - 3 MM

OPTION: RA1020 - 3 MM

OPTION: RAH100
SILENCING HOSE

OPTION: RAH100
SILENCING HOSE

OPTION: RAH200
SILENCING HOSE

OPTION: RAH200
SILENCING HOSE

OPTION: RAH100
SILENCING HOSE

 dIE GRINdER 
 IN blOwcAsE

WITH 10 GRINDING STONES (3 MM)
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RA1040 SET 6 MM 6 MM 6 MM 6 MM 6 MM

3 MM 3 MM 3 MM 3 MM 3 MM

Rc533

RC532

RA53336AS RA102...

mm BSp mm bar l/min Dba M/S2 mm mm mm kg pos

RC532 - 4.000 1/4 8 6,3 220 88 1,2 205 56 40 0,8 •

RC533 - 4.000 1/4 8 6,3 350 79 2,5 200 72 72 1 •

 sTRIpREmOvER  6 mm

 AxlE 

FOR RUBBER DISC RA53336

 sTRIpREmOvER  1,0 - 10 mm

 cOllETs

RA1020 - 3 MM RA1021 - 6 MM RA1023 - 8 MM

OPTION: RAH200
SILENCING HOSE

OPTION: RA53336

OPTION: RAH200
SILENCING HOSE

OPTION: RA53336

suITAblE fOR dRIlls

AccEssORIEs
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RA167 - 50 MM
RA168 - 75 MM

50 + 75 MM

4 MM

50 + 75 MM

Rc169

RC163

RC169BC

RC163BC

UNF mm mm BSp mm bar RpM l/min Dba M/S2 mm mm mm kg pos

RC169 M6 0,25 50/75 4 1/4 6 6,3 15.000 190 81 0,9 120 146 38 0,7 •

RC163 1/4” UNC 0,25 50/75 - 1/4 6 6,3 15.000 190 87 0,75 115 146 28 0,8 •

RASP50320SET 
10X K320 50 MM 

RASP75320SET 
10X K320 75 MM

RASP50400SET 
10X K400 50 MM 

RASP75400SET 
10X K400 75 MM

RASP50600SET 
10X K600 50 MM 
 
RASP75600SET
10X K600 75 MM 

RA145P050 - 75 MM 

REMOVAL OF CORROSION, 
SEALANTS ETC.

RA144P120 - 50 MM  
RA145P120 - 75 MM 

TREATING OF ALUMINUM

SANDING DISCS
(RC163)

RC169 

RASP50320SET 

RASP50400SET  

RASP50600SET  

RASP75320SET  

RASP75400SET

RASP75600SET

RC163

RASD50060SET

RASD50080SET 

RASD50120SET 

RASD75060SET

RASD75080SET 

RASD75120SET

 RANdOm ORbITAl sANdER

 sANdER

 RANdOm ORbITAl sANdER 
 IN blOwcAsE

 sANdER IN blOwcAsE

RA2ROH - 50 MM TWIST ON
RA3ROH - 75 MM TWIST ON

HOOK 
SANDING DISCS (RC169)

RASD50060SET 
10X K60 50 MM

RASD75060SET 
10X K60 75 MM

RASPP5001SET 
10X FIJN 50 MM

RASPP7501SET 
10X FIJN 75 MM

RASD50080SET 
10X K80 50 MM 

RASD75080SET 
10X K80 75 MM 

RASPP5002SET 
10X MEDIUM 50 MM

RASPP7502SET 
10X MEDIUM 75 MM

RASD50120SET 
10X K120 50 MM  

RASD75120SET 
10X K120 75 MM

RASPP5003SET 
10X GROF 50 MM

RASPP7503SET 
10X GROF 75 MM

AccEssORIEs
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RAP2831311

RAP2960001S

RAP2831301S

RAP2960150S

2,5 MM

5 MM

2,5 MM

5 MM

77 MM

150 MM

77 MM

150 MM

3 MM

2 X 32 MM (VINYL + HOOK)

RC9322BCRC9330

RC9332

RC9361S

RC92332s

RC9461S

A The greater the tool height, the greater the  leverage by which movement can  

 exert negative forces against the grip.

D RODAC’s innovative low profile eliminates negative forces that resist manual 

 input resulting in unmatched comfort and easy-of-use.

 RANdOm ORbITAl sANdER

 spOT-REpAIR KIT
 IN blOwcAsE

CONTENT: 1 BOTTLE POLISH AND POLISHING PASTE, 75 MM HOOK PAD AND VINYL PAD, 28 MM VINYL PAD 
WITH A STANDPIPE WITH 3 MM ORBIT, STRIP WITH 5 MICRO-POLISH DISCS, 75 MM FUR PAD AND 3 
DIFFERENT 75 MM POLISH PADS.

 RANdOm ORbITAl 
 sANdER

NON-VACUUM

 RANdOm ORbITAl 
 sANdER

NON-VACUUM

 RANdOm ORbITAl 
 sANdER

NON-VACUUM

 RANdOm ORbITAl 
 sANdER

CENTRAL VACUUM 

OIl fREE

sEE pAGE 28 fOR 

OuR sANdING pApER



W W W . R O D A C . C O M

27

RAP2960150S RAP2960001S

RAP2960150S

RAP2960150S

10 MM 10 MM

5 MM

2,5 MM

150 MM 150 MM

150 MM

150 MM

RC92461S

RC927VRC92463S

RC92462S

UNF mm mm NpT mm bar RpM l/min Dba M/S2 mm mm mm kg pos

RC9330 5/16” 0,3 2 x 32 3 1/4 8 6,3 7.500 113 83 6,3 168 88 40 0,6 •

RC9322 5/16” 0,24 28 - 75 3 1/4 8 6,3 3.000 480 72  1,9 125 100 74 0,6 •

RC9332 5/16” 0,24 77 2,5 1/4 8 6,3 10.000 360 81 1,9 135 84,4 77 0,66 •

RC92332S 5/16” 0,2 75 2,5 1/4 10 6,3 12.000 57 76 1,5 132 100 70 0,6 •

RC9361S 5/16” 0,2 150 5 1/4 10 6,3 12.000 57 84 1,5 145 85 113 0,9 •

RC9461S 5/16” 0,2 150 5 1/4 10 6,3 12.000 57 84 1,5 196 85 113 0,8 •

RC92461S 5/16” 0,2 150 5 1/4 10 6,3 12.000 57 84 1,5 187 84 102 0,7 •

RC92462S 5/16” 0,2 150 2,5 1/4 10 6,3 12.000 57 84 1,5 187 84 102 0,7 •

RC92463S 5/16” 0,2 150 10 1/4 10 6,3 12.000 57 84 1,5 187 80 102 0,7 •

RC927V 5/16” 0,37 150 10 1/4 8 6,3 7.000 115 93,3 2,5 260 135 150 1,8 •

 RANdOm ORbITAl 
 sANdER - cENTRAl vAcuum

 RANdOm ORbITAl 
 sANdER - cENTRAl vAcuum

 RANdOm ORbITAl
 sANdER

 RANdOm ORbITAl 
 sANdER - cENTRAl vAcuum 

• Oil free is environment friendly.
• The surface won’t be polluted because no oiled air flows out  
 of the machine. Because of this there will be an optimal sanding result.
• Savings on the cost of oil use: daily lubrication is not necessary.
• The special design provides additional strength.
• Low air consumption (approx 170 l/min), which saves on  
 compressor usage costs and energy. 
• Sandpaper lasts longer due to level and equal sanding. 
 Thus creating cost saving.
• Reduced sanding residue thanks to the design of oil free  
 sanding machines.
• Multi-functional 15 holed pad (RAP2960150S).
• Accidental lubrication does not cause a problem.
• Highly suited to users whose work situation requires an oil free workplace. 
 In cases where the  user has connected a lubrication module, the oil free 
 machine can be used in a normal manner.

OIl fREE

OIl fREE

OIl fREE

sEE pAGE 28 fOR 

OuR sANdING pApER

usp’s OIl fREE sANdERs:
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RA15007....

 sANdING pApER “GREEN”

ø150MM - 15 HOLES
OTHER DIAMETERS ARE AVAILABLE UPON REQUEST.

What makes RODAC “Green” unique?

The sandpaper is produced from a number of exceptional materials. It’s the 

overall combination of a number of different materials brought together in one 

product that makes RODAC “Green” so special.

What kind of grid has to be used?

Grit coarseness is internationally recognized in categories known as the 

‘P-values’. The grit most suited to a certain use is determined by the lacquer 

manufacturer: coarser grit is increasingly used during preparatory work and 

the closer one comes to finishing off, the finer the sandpaper that is used.

Hook velcro
Non-stick coating

Plastic backing
Bonding

Grit (P-values)

Unique product construction 
• ExcEllEnt sanding quality

• ExcEptional durability

• pErfEct sanding surfacE

• clogs lEss quickly

• accuratE and corrEct abrasivE dEpth

• full rangE of products

whAT mAKEs ROdAc “GREEN” uNIquE?

Artnr. Grit pcs.

RA150070036 P36 50

RA150070040 P40 50

RA150070060 P60 50

RA077000080 P80 100 

RA150070080 P80 100

RA150070100 P100 100

RA150070120 P120 100

RA150070150 P150 100

RA150070180 P180 100

RA150070220 P220 100

RA150070240 P240 100

RA150070280 P280 100

RA150070320 P320 100

RA150070360 P360 100

RA150070400 P400 100

RA150070500 P500 100

RA150070600 P600 100

RA150070800 P800 100

RA150071000 P1000 100

RA150071200 P1200 100

RA150071500 P1500 100

RA150072000 P2000 100

RA15007MIX - -
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RAP2831301S - RAP2831311

RAP2950001 - RAP2950201

RAP2960001S - RAP2960201

RAP2950211

RAP2950000

RAP2960000

RAP2960011 - RAP2960211

 pAd 77 mm

RAP2831301S - LOW PROFILE  RAP2831311 - TAPERED EDGE

 pAd 125 mm

RAP2950001 - LOW PROFILE  RAP2950201 - TAPERED EDGE

 pAd 150 mm

RAP2960001S - LOW PROFILE RAP2960201 - TAPERED EDGE

 pAd 125 mm
 

TAPERED EDGE

 pAd 125 mm
 

LOW PROFILE 

 pAd 150 mm
 

LOW PROFILE

 pAd 150 mm
 

RAP2960011 - LOW PROFILE RAP2960211 - TAPERED EDGE

LOW PROFILE 
(THIN & HARD)

VINYLHOOK

TAPERED EDGE 
(THICK & SOFT)
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RAP2960061 RAP2960150S

RAP2960060RAP2960010

 pAd 150 mm
 

LOW PROFILE 6 + 1 HOLE

 pAd 150 mm
 

LOW PROFILE 15 HOLES

 pAd 150 mm
 

LOW PROFILE 6 + 1 HOLE

 pAd 150 mm
 

LOW PROFILE
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RAP686138A42

200 MM

5 MM

26 MM

Rc89501046100A

RC265

RQMB201RC7240

 
mm BSp mm bar RpM l/min Dba M/S2 mm mm mm kg pos

1046100A 200 0,7 1/4 10 6,3 900 450 84 9,7 325 132 273 2 •

RC8950 70 x 400 1/4 8 6,3 3.000 230 81 14,9 400 155 70 3 -

RC265 7/16UNF 75 + 115 + 140 1/4 6 6,3 18.000 425 87 8,1 180 125 50 1,2 •

RC7240 M14 178 0,55 1/4 8 6,3 4.500 170 88 2,5 307 150 65 2 -

RA8609 75 MM   

RA8610 115 MM 

RA8611 140 MM        

70 X 400 MM

 dusT sucTION uNIT
 INl. dusT ExTRAcTOR wITh by-pAss ENGINE

 ELECTRIC/PNEUMATIC WORKSTATION WITH SANDINGDUST EXTRACTOR. 
 AUTOMATIC ON/OFF CIRCUIT
 5 METER SUCTION- AND AIR HOSE. 
 DUST EXTRACTOR (1.500 WATT) WITH BY-PASS ENGINE
 HEIGHT: 1.300 MM - DIAMETER: 400MM - WEIGHT: 20 KG

sEE pAGE 

26 + 27 fOR OuR 

sANdERs 

 RANdOm ORbITAl sANdER 
 GEAR-dRIvEN

WITH 8 HOLED PAD. WITH DUSTEXTRACTION FOR SYSTEM, CENTRAL VACUUM

 sTRAIGhT fIlE

NON-VACUUM

 sANdER

FOR FIBER DISCS

 sANdER

FOR FIBER DISCS, WITH SPINDLE STOP

NO dusTbAG 

REquIREd! 

INKL. RA7700
ANTI-VIBRATION GRIP
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RC8445A

RC8430 RC8440A

mm BSp mm bar RpM l/min Dba M/S2 mm mm mm kg pos

RC8445A 6 x 450, 10 x 450, 1/4 8 6,3 18.000 275 84 2,5 390 75 225 1,4 •

13 x 450, 20 x 450 6 6,3 22.000 200 95 2,5 160 74 40 0,6 •

RC8430 10 x 328 1/4 8 6,3 18.000 350 83 3,8 320 80 78 0,9 •

RC8440A 20 x 520 1/4 8 6,3 16.000 250 83 3,5 400 75 115 1,4 •

 bElTsANdER

INCLUDING 5 ARMS 6 + 10 + 13 + 20 MM, 1 FOR ROUNDINGS 10 MM + 10 DIFFERENT BELTS

 bElTsANdER 10 mm  bElTsANdER 20 mm

 AccEssORIEs sANdING bElTs (10 pcs.)

FOR RC8445A (6 X 450 MM)

RA844506K120SET  K120

RA844506K150SET  K150

FOR RC8445A (20 X 450 MM)

RA844520K060SET  K60

RA844520K080SET  K80

FOR RC8445A (13 X 450 MM)

RA844513K080SET K80

RA844513K120SET K120

FOR RC8445A (10 X 450 MM)

RA844510K060SET K60

RA844510K120SET K120

RA844510K150SET K150

FOR RC8430 (20 X 520 MM)

RA8420040SET K40

RA8420060SET K60

RA8420080SET K80

RA8420120SET K120

FOR RC8410 (10 X 328 MM)

RA8410040SET K40

RA8410060SET K60

RA8410080SET K80

RA8410120SET K120
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RA8605VM14 - 150 MM

RA168 - 75 MM 

RAP2831301S - 75 MM 

RAP2960001S - 150 MM
RA8605VM14 - 150 MM

RA8605LW - 90 MM

RA8515LW - 150 MM

RA8605SP1 - 90 MM

RA8515SP1 - 150 MM

RA8605SP2 - 90 MM

RC166BCRC166

RC7235

RC7242

RC7236

UNF mm NpT mm bar RpM l/min Dba M/S2 mm mm mm kg pos

RC166 M6 0,25 75 1/4 6 6,3 2.500 190 88 0,8 120 145 36 0,9 •

RC7235 5/16”UNF 0,30 75+150 1/4 8 6,3 1.800 170 92 1,1 195 142 44 1,5 •

RC7236 5/16”UNF 0,45 150 1/4 10 6,2 3.500 110 80 1,2 192 132 206 1,0 • 

RC7242 M14 0,55 150 1/4 8 6,3 2.500 170 88 2,5 307 150 65 2,0 -

RA168 - 75 MM 

RAP2960001S - 150 MM
RAP2831301S 

75 MM 

RAP2960001S 

150 MM

 pOlIshER  pOlIshER IN blOwcAsE

 RC166, RA8605LW, RA8605SP1, RA8605SP2

 pOlIshER

INCL. HOSE

 pOlIshER

 pOlIshER

AccEssORIEs

RA7700
INCL. ANTI-VIBRATION GRIP
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RC293HRC275HR

RC275BC

RC293HBC

RC275BCB

RC293HBCB

mm mm mm “ BSp mm bar l/min Dba M/S2 mm mm mm kg pos

RC275HR 11 19 67 2.500 - 1/4 10 6,3 240 95 8,6 170 170 51 1,7 -

RC293H 11 18,8 66 3.200 - 1/4 8 6,3 280 92 5 190 160 55 1,7 -

RC287 12 23,5 35,6 3.000 - 1/4 10 6,3 156 86 17,4 343 60 343 2 -

RC288 12 23,5 35,6 3.000 - 1/4 10 6,3 156 86 22,4 260 60 70 2,1 -

RC289 12 23,5 35,6 2.200 - 1/4 10 6,3 228 92 25,6 339 60 70 2,6 -

 hAmmER hExAGON

INCL. SPRING – RA8620

 hAmmER hExAGON

INCL. METAL RETAINER – RA293

 hAmmER IN plAsTIc blOwcAsE 
 wITh 5 chIsEls fOR mETAl

INCLUDING: RC275HR, RARD17S, RARD19S, RARD20S, RARD22S, RARD60S

 hAmmER IN plAsTIc blOwcAsE 
 wITh 5 chIsEls  fOR mETAl

INCLUDING: RC293, RARD17S, RARD19S, RARD20S, RARD22S, RARD60S

 hAmmER IN plAsTIc blOwcAsE 
 wITh 5 chIsEls fOR buIldING

INCLUDING: RC275HR, 3 X RARD20S, RARD33S, RARD50S

 hAmmER IN plAsTIc blOwcAsE 
 wITh 5 chIsEls fOR buIldING

INCLUDING: RC293, RARD17S, RARD19S, RARD20S, RARD22S, RARD60S
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RA7041101 - 178 X 19 MMRA7041103 - 178 X 64 MMRA7041106 - 200 X (12 X 6) MM

RA7041107 - 254 X 19 MM

RA411525 – 175 X 35 MM

RA7042105 - 178 X 35 MM

RA411520 – 175 X 0,1 MM

RA4193341 (RC289)

RA411530 – 175 X 20 MM

RA4192241 (RC287/RC288)

RARD17S - 175 X 16 MM RARD20S - 175 X 20 MMRARD19S - 175 X 30 MM

RARD22S - 175 X 20 MM RARD26S - 175 X 30 MM RARD30S - 175 X12 MM

RARD33S - 175 X 0,1 MM RARD50S - 175 X 50 MM RARD60S - 175 X 21 MM

RARD93S - 250 X 0,1 MM RARD95S - 212 X 40 MM

RA8618*

RA8620* RA8622**

RC287

RC288 RC289

RA8619*

RA293

 hAmmER

FOR INDUSTRIAL USE

 hAmmER

FOR INDUSTRIAL USE

 hAmmER

FOR INDUSTRIAL USE

RA7041104 - 178 X ROUND RA7041112 - 178 X POINT

* ALSO AVAILABLE IN A SET OF 10 PCS. 
** ALSO AVAILABLE IN A SET OF 5 PCS.

AccEssORIEs Rc287 / Rc288 / Rc289 

AccEssORIEs Rc4115 / 4117 - sEE pAGE 36

AccEssORIEs Rc275 / Rc293h

RA411511: CLAMPSET
FOR RC4115/4117

RA411510: TOOLHOLDER 
FOR RC4115/4117
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RC4115RC4117

RC4130

RC4120

RC4140

mm BSp mm bar l/min Dba M/S2 mm mm mm kg

RC4117 23,5 33 3700 1/4 10 6,3 113 97 8,7 375 70 50 2,7

RC4115 23,5 11 3000 1/4 10 6,3 240 94 13,8 290 175 62 2,6

RC4130 23,5 35,6 3000 1/4 10 6,3 156 100 12,6 315 175 70 2,6

RC4140 23,5 35,6 2200 1/4 10 6,3 228 102 18,9 342 185 70 3,8

RC4120 23,5 35,6 3000 1/4 10 6,3 156 100 9,3 375 70 60 2,6

 NEEdlE scAlER

FOR INDUSTRIAL USE

 NEEdlE scAlER

FOR INDUSTRIAL USE

 NEEdlE scAlER

FOR INDUSTRIAL USE

 NEEdlE scAlER

FOR INDUSTRIAL USE

 NEEdlE scAlER

FOR INDUSTRIAL USE

INCL.:    19 X 3 MM INCL.:    19 X 3 MM

AccEssORIEs

NEEDLES  RA4421107SET 51 X            2 MM

 RA4431107SET 19 X            3 MM

 RA4432107SET 19 X            3 MM

 RA4433107SET 19 X           3 MM

 RA4441107SET   19 X  4 MM

 RA4442107SET  19 X  4 MM

 RA4443107SET  19 X  4 MM

NEEDLE HOLDER  RA411503 19 X 3 MM - RC4115/RC4117 

 RA6012002 51 X 2 MM - RC4120/RC4130

 RA6012003 19 X 3 MM - RC4120/RC4130

 RA6013003 28 X 3 MM - RC4140

 RA6013004  19 X 4 MM - RC4140

cAN bE chANGEd 

INTO A chIsElhAmmER

sEE pAGE 35

fOR chIsEls

cAN bE chANGEd 

INTO A chIsElhAmmER

sEE pAGE 35

fOR chIsEls

OPTION:  51 X 2 MM

INCL.:  19 X 3 MM

OPTION:    51 X 2 MM

INCL.:    19 X 3 MM

INCL.:  28 X 3 MM
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RpM BSp mm bar l/min Dba M/S2 mm mm mm kg pos

1083100A - 0,8 - 1,2 1/4  NPT 8 6,3 13 70 0,18 262 65 75 1,6 •

RC236 - 1,0 - 5,0 1/4 8 6,3 8 70 2,5 250 80 54 1,2 -

RC361 500hz - 1/4 8 4 30 85 < 2,5 132 20 20 0,12 •

RC355 1.600 6-8 1/4 8 6,3 230 67 3 235 190 53 2 -

RC236 RC361

1083100A

RC355

 puNch ANd flANGE TOOl
 1.0 - 5.0 mm

 ENGRAvING pEN

INCL. RA350F08 (8 MM)

OPTION: RA350F06 (6 MM)

OPTION HOOK:

RPSM317HN50A  75 MM 

RPSM317HN50B  135 MM

• Oval hole for MIG brazing of steel, HSS and AHSS steels

• Oval hole size 6 x 20 mm

• 0,8 up to1,2 mm sheet thickness

• The strength of MIG brazed joints is spread over a larger load-carrying area

 than compared to a welded joint

• No depositing of the base material

• None to minimum melting-loss of the galvanizing

• With a round hole, neither the required seam surface nor the required hard

 solder temperature can be reached.

 puNch ANd OvAl flANGE TOOl

 spOT dRIll wITh hOOK 

50 MM HOOK

REQUIRED TEMPERATURE: CA.950º C
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RC4005RC224

RC312SET RC315

BpM BSp mm bar l/min Dba M/S2 mm mm mm kg pos

RC224 1,8 - 1/4 8 6,3 115 82 1,09 258 45 45 1,2 •

RC4005 1,25 - 1/4 8 6,3 220 92 8,2 180 41 41 0,9 •

RC312SET 1,6 9.000 1/4 8 6,3 360 91 51 225 70 39 0,5 •

RC315 5,0 6.500 1/4 8 6,3 270 89 17,4 225 70 39 0,9 •

OPTION: RAH200
SILENCING HOSE

SETS OF 5 pCS. EXTENDED LENGTH 

 mETAl scIssOR  NIbblER

 cARbOdy sAw

RC312, 1X RA31324SET, 1X RA31332SET

 cARbOdy sAw

 
 WITH ROTARY MOTOR

RA31318SET - 18 T (1,4 MM)
RA31324SET - 24 T (1,0 MM)
RA31332SET - 32 T (0,7 MM)

95 MM 140 MM

RA31318LSET - 18 T (1,4 MM)
RA31324LSET - 24 T (1,0 MM)
RA31332LSET - 32 T (0,7 MM)

AccEssORIEs  
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RC380BC2

RC380SET

mm RpM BSp mm bar l/min Dba M/S2 mm mm mm kg pos

RC380 100 3.500 1/4 8 6,3 115 85 2,5 190 310 70 1,2 •

INCLUDING:

RC380, RA05000N, RA05001, RA05003, 

RA05100N, RA05101, RA05103, RA06000N, 

RA06001N, RA07030, RA07020, 5X RA07010

RA05000N - 11 MM
HOLDER FOR WIREBRUSHES

RA05003 - 11 MM
WIRE BRUSH COARSE, 2 ROWS

RA05103 - 23 MM
WIRE BRUSH COARSE, 3 ROWS

RA07010
BRUSHWHEEL BLACK

RA05001 - 11 MM
WIRE BRUSH FINE, 2 ROWS

RA05100N - 23 MM
HOLDER FOR WIREBRUSHES

RA06000N
RUBBER WHEEL

RA07020
HOLDER FOR 2X RA0710

RA05101 - 23 MM
WIRE BRUSH FINE, 4 ROWS

RA06001N
RUBBER WHEEL FOR 
WATER BASED PAINT

RA07030
HOLDER FOR 1X RA0710

 GRINdER IN blOwcAsE wITh bRushEs 
 ANd RubbER ERAsER

 GRINdER wITh bRushEs
 ANd RubbER ERAsER

RA05000N RA05003 RA05103 RA05101

RA05001 RA05100N RA06000N
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RC191BCRC191

RC192

RC197ABC

RC192BC

RC198ABC

BpM BSp mm bar l/min Dba M/S2 mm mm mm kg

RC191 8.300 1/4 8 6,3 1 76 1,3 230 275 75 1,9 -

RC192 12.200 1/4 8 6,3 1 78 0,7 325 270 90 2,8 -

RC197A 8.000 1/4 10 6,3 8 81 - 310 270 130 1,5 -

RC198A 10.900 1/4 10 6,3 10,9 81 - 320 330 130 1,65 -

2,4

3,0-3,2

4,0

4,8

D

2,4

3,0-3,2

4,0

4,8

5,5

6,4

D

2,4

3,0-3,2

4,0

4,8

d

2,4

3,0-3,2

4,0

4,8

5,5

6,4

d

3,2

4,0

4,8

d

3,2

4,0

4,8

6,4

d

 RIvETER
 2,4 - 4,8 mm

 RIvETER 2,4 - 4,8 mm 
 IN blOwcAsE

 RIvETER
 2,4 - 6,4 mm

 RIvETER 3,2 - 4,8 mm 
 IN blOwcAsE

WITH AUTOMATIC RIVET COLLECTION

 RIvETER 2,4 - 6,4 mm 
 IN blOwcAsE

 RIvETER 3,2 - 6,4 mm
 IN blOwcAsE

WITH AUTOMATIC RIVET COLLECTION
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BpM BSp mm bar l/min ltr mm mm mm kg

1086100A M6 ~ M8 1/4 10 6,3 160 - 160 170 42 1,27 -

RC107 - 1/4 8 6,3 - 0,31 275 160 62 1,1 - 

RC118N - 1/4 8 6,3 - 0,31/0,4 320 260 62 1,2 -

RC119N - 1/4 8 6,3 - 0,31/0,4 550 260 62 1,4 - 

RC120N - 1/4 8 6,3 - 0,31/0,6 460 260 62 1,1 - 

1086100ABC

RC107

RC119N

RC118N

RC120N

l max. 15 mm

310 ml

310 ml

300/400 ml

310 ml

300/400 ml 300/400/600 ml

 AIR pull NuT sETTER m6 - m8 
 IN blOwcAsE

 cAulKING GuN

 cAulKING GuN

WITH PRESSURE REDUCER AND PLUNGER

 cAulKING GuN

 WITH PRESSURE REDUCER

 cAulKING GuN

WITH PRESSURE REDUCER



W W W . R O D A C . C O M

42

RARK925RC332

RARK926

RARK928

RF0901 - RF0902

RARK927

RARK929

RF1001

 mulTIcuTTER  blAdE (1 pc.)
 

25 MM

 blAdE (1 pc.)

57 MM

 blAdE (1 pc.)

90 MM

 blAdE (2 pcs.)

RF0901 - 63 MM
RF0902 - 80 MM

 blAdE (1 pc.)

30 MM

 blAdE (1 pc.)

18 MM

 blAdE (2 pcs.)

45 MM
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RF0301 - RF0302 - RF0303RF0101 - RF0102 - RF0103

RF0201/03/04/05/06/07

RF0501

RF0701

RF0401/02/03/04/05/06/07/08/09/10

RF0601

RF0801

 blAdE (2 pcs.)

RF0101 - 26 MM  |  RF0102 - 35 MM  |  RF0103 - 40 MM

 blAdE (2 pcs.)

RF0301 - 16 - 35 MM  |  RF0302 - 18 - 39 MM  |  RF0303 - 60 - 76 MM

 blAdE (2 pcs.)

RF0201 - 16 MM  |  RF0203 - 23 MM  |  RF0204 - 25 MM
RF0205 - 45 MM  |  RF0206 - 54 MM  |  RF0207 - 58 MM

 blAdE (2 pcs.)

35 MM

 blAdE (2 pcs.)

13 + 25 MM

 blAdE (2 pcs.)
 

RF0401 - 16 MM  |  RF0402 - 18 MM  |  RF0403 - 19 MM  |  RF0404 - 24 MM  |  RF0405 - 28 MM
RF0406 - 32 MM  |  RF0407 - 36 MM  |  RF0408 - 40 MM  |  RF0409 - 45 MM  |  RF0410 - 60 MM

 blAdE (2 pcs.)
 

12 + 25 MM

 blAdE (2 pcs.)
 

40 MM
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RA911SET

RA912SET

RA910

WITH DESUCTION NIPPLE

 2 sucTIONs cup sETs (RA911)
 wITh RATchET (RA911A) 

ø 120 MM CAPACITY 80 KG

 2 sucTION cup sETs (RA912)
 wITh RATchET (RA911A)

ø 150 MM CAPACITY 100 KG

 sAfETy pAcK

WITH SAFETY GLASSES, DUST MASK, EAR PROTECTION AND WORK GLOVES. PACKED IN A BLISTER.
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RC188NSET

RC129 RC1170

BSp mm bar ltr mtr mm mm mm kg

RC188NSET 1/4 8 6,3 1 - 300 192 102 1

RC129 1/4 8 4 1 1,5 230 390 98 1,6

RC1170 1/4 8 6,3 0,4 0,3 157 385 60 1,4

RA12901 / 2 / 3

 sANd-blAsTING GuN

RC188N, RA188 SANDBLAST GRID  (700 GR)

 spRAy GuN fOR TREATmENTs 
 & cOATINGs

 35 MM

 GREAsE GuN
 

NON-STOP SUPPLY, WITH FLEXIBLE HOSE 30 CM

suITAblE TO bE usEd 

wITh bulK GREAsE

ANd cARTRIdGEs

OPTION: 
METALIC BEND SPOUT RA11701 
FLEXIBLE HOSE 45 CM RA11702  
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RC1220HRC1200H

RC1300H

RC1300H

RC1340L

BSp mm bar cc l/min mm mm mm kg

RC1200H 1,4 10 2 600 192 70/82 170 360 0,8

RC1220H 1 10 2 125 139 70/82 125 275 0,5

RC1300H 1,4 10 2 600 85 70/82 150 320 0,7

RC1340L 1,4 10 1,6 600 85 70/82 150 320 0,7

 hvlp GRAvITy pAINT GuN
 1.4

CUP 600ML - RA13600
OPTION: NOzzLE 1,3 - 1,7 - 2,0 - 2,5 MM

 hvlp GRAvITy pAINT GuN
 1.4

 CUP 600ML - RA13600
 NOzzLE 1,3 - 1,7 - 2,0 - 2,5 MM

 lvlp GRAvITy pAINT GuN
 1.4

CUP 600ML - RA13600
OPTION: NOzzLE 1,7 - 2,0 MM

fOR wATER 

bAsEd pAINT

 hvlp GRAvITy pAINT GuN
 1.0
 
CUP 125ML - RA12125
OPTION: NOzzLE 0,8 MM

fOR wATER 

bAsEd pAINT
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RA1...

mm

RA120013 1,3

RA120014 1,4 

RA120017 1,7 

RA120020 2,0 

RA120025 2,5 

RA122008 0,8 

RA122010 1,0 

RA130013 1,4 

RA130014 1,4 

RA130017 1,7 

RA130020 2,0 

RA130025 2,5 

RA134014 1,4 

RA134017 1,7 

RA134020 2,0 

 NOzzlE sETs

ACCESSORIES: RODAC GRAVITY PAINT GUN
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RC006ORRC006eu

RC113SET

RC113C

RC114SET

RC113 + RC114

BSp mm bar mm mm mm kg

RC006EU 1,4 8 6,3 140 10 10 0,03

RC006OR 1,4 8 6,3 140 10 10 0,03

RC113 1/4 8 6.3 130 150 22 0,13

RC114 1/4 8 6,3 300 150 22 0,15

 5 x blOwINGpEN 
 EuRO

ALUMINUM

 5 x blOwINGpEN
 ORION 

ALUMINUM

 5 x blOw GuN

 INflATING GuN shORT 
 INcludING lONG pIpE

ALUMINUM

 5 x blOw GuN

 sET Of blOw GuNs
 shORT + lONG
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RC095RC090

RC091

RC099

RC096

BSp mm bar mm mm mm kg

RC090 1/4 8 6,3 170 150 23 0,11

RC091 1/4 8 6,3 460 150 23 0,16

RC095 1/4 8 6,3 200 150 23 0,13

RC096 1/4 8 6,3 1.113 150 25 0,32

RC099 1/4 8 6,3 260 180 25 0,11

1 M

 blOw GuN  blOw GuN
 

WITH PRESSURE REDUCER 3,5 BAR

 blOw GuN

 blOw GuN 

 ERGONOMIC AND HIGH QUALITY MATERIAL 

 blOw GuN

AccEssORIEs

RA0903 

VENTURI

69MM

RA0902

SILENCER,

ANTI-SCRATCH

53MM

RA0901

GUARD TRANSPARANT

100 MM
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rc123RC108N

BSp mm bar mtr mm mm mm kg

RC108N 1/4 8 6,3 1,3 150 145 41 0,60

RC123 1/4 8 6,3 4 360 150 24 0,31

RC116D 1/4 8 6,3 1,0 20 100 77 0,4

RC1164 1/4 8 6,3 1,0 90 190 80 0,34

rc1164

RC116D

WWW.RODAC.COM

 TwO wAy GuN

INCL. NOzzLE SET FOR TWO WAY GUN: RA108N

 blOw GuN

 FOR USE IN TRUCK CABINES

 TyRE INflATING GuN 
 wITh dOublE scAlE

0 - 10 BAR  0 - 140 PSI

 hOmOlOGATEd TyRE 
 INflATING GuN

0 - 10 BAR 0 - 140 PSI

SEE OuR nEW PRODuCTS ALSO

AT OuR REnEWED PRODuCT PAGE 

On:
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BSp mm bar ltr mtr mm mm mm kg

RC1100 1/4 8 15 - 1,5 230 690 100 0,7

RC1165 1/4 8 6,3 - 1,0 150 230 100 0,7

RC1155 1/4 8 6,3 - 1,5 185 305 60 0,7

RQN2017 1/4 8 6,3 15 4,0 340 690 350 8,9

RC1100

RC1155

RC1165 RQN2017

 TyRE INflATING GuN 
 cAlIbRATEd

0,7 - 11 BAR

 TIRE INflATING GuN 
 wITh dIGITAl dIsplAy

0 - 10 BAR
OPTION BAR, PSI OR KPA. INDICATES PRESSURE IN BAR TO 2 DECIMAL POINTS. 

 TyRE INflATING GuN 
 

0 - 10 BAR

 TyRE INflATOR wITh chARGING sysTEEm

WITH AUTOMATICH CHARGING SYSTEM
0 - 8 BAR

OPTIE:
RQNA2000

CHARGING DEVICE 

OPTIE:
RQNA2020

WALL SUPPORT

OPTIE:
RQNA2030

FLOOR SUPPORT 
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RASG1000-38RASG1000-14

RASG1000-12

RASG1040 - .. 

RASG1000-1

RASG1010 - ..

 AIR clEAN uNIT 1/4”   AIR clEAN uNIT 3/8”

 AIR clEAN uNIT 1/2”

 fIlTER - REducER

  AIR clEAN uNIT 1”

 fIlTER 

CAPACITY 5.000 L/MIN
INPUT MAX. 14 BAR

OUTPUT 0 – 12 BAR
FILTER 10 MICRON

CAPACITY 5.000 L/MIN
INPUT MAX. 14 BAR

OUTPUT 0 – 12 BAR
FILTER 10 MICRON

RASG1040-1  1”
RASG1040-12  1/2”

RASG1040-38  3/8“
RASG1040-14  1/4”

RASG1010-1 1“
RASG1010-12 1/2“

RASG1010-38 3/8“
RASG1010-14 1/4”

CAPACITY 5.000 L/MIN
INPUT MAX. 14 BAR

OUTPUT 0 – 12 BAR
FILTER 10 MICRON

CAPACITY 5.000 L/MIN
INPUT MAX. 14 BAR

OUTPUT 0 – 12 BAR
FILTER 10 MICRON
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RASG1030 - ..

RASG1050

RA8657N

RASG1020 - ..

RA8640

RA8644

 REducER

 mANOmETER 
 1/8”

 lubRIcATOR OIl fOR pNEumATIc TOOls 
 (1 lTR)

 ISO VC 32

 lubRIcATOR

 mINI OIlER
 1/4”

 wATERsEpARATOR
 1/4”

RASG1030-1  1”
RASG1030-12  1/2”

RASG1030-38  3/8“
RASG1030-14  1/4”

RASG1050 FOR 1/2” - 3/8” - 1” RASH1050-14 FOR 1/4” 

RASG1020-1 1”
RASG1020-12 1/2”

RASG1020-38 3/8“
RASG1020-14 1/4”
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RA8625

RA8640N12/N14/N38

RR7002 - RR7003

RR7033

RR7014 - RR7015 - RR7016

RA8633 - RA8634

‘‘ m ºC bar mm

RR7002   • 30 20 / 60 >20 / 60 8 x 14

RR7003 • 30 20 / 60 >20 / 60 10 x 16

RR7014 • 50 • - 8 x 15

RR7015 • 50 • - 10 x 17

RR7016 • 50 - - 13 x 20

RR7033 • 50 - - 8 x 16

RA8633   1/4 7,5 12 8 x 12

RA8634  1/4 12,5  13 8 x 12

 swIvEl 1/2” 

RA8640N12 - 1/2” RA8640N14 - 1/4” RA8640N38 - 3/8”

 AIR REGulATOR
 1/4” 

 pOlyuREThANE hOsE 8x14mm 30m

 NON sTATIc AIRhOsE

  RubbER hOsE 8x15mm 50 mETER

 flExIblE hOsE

POLYURETHANE WITH SWIVELING CONNECTIONS 360º
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BSp bar mm mm mm kg

RA8834 1/4 12 340 330 165 5,5

RA8830 1/4 12 445 400 220 10,5

RA8831 3/8 12 445 400 220 10,5

RA8833 1/2 12 445 400 220 10,5

RA8861 3/8 20 546 524 214 24

RA8665 1/4 12 303 330 360 9,5

RA8830RA8834

RA8831

RA8861

RA8833

RA8665

1/4”

3/8”

3/8”

1/4”

1/4”

1/2”

 AuTOmATIc hOsE REEl pu 
 6 x 10 mm - 10 mTR

FOR AIR AND WATER 60˚

 AuTOmATIc hOsE REEl pu 
 8 x 12 mm - 20 mTR

FOR AIR AND WATER 60˚

 AuTOmATIc hOsE REEl pu 
 10 x 15 mm - 20 mTR

FOR AIR AND WATER 60˚

 AuTOmATIc hOsE REEl hp 
 10 x 15 mm - 20 mTR

FOR AIR AND WATER 60˚

 AuTOmATIc hOsE REEl pu 
 13 x 18 mm - 12 mTR

FOR AIR AND WATER 60˚

 hANdcRANK hOsEREEl pu
 8 x 12 mm - 30 mTR

FOR AIR
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RR7209 - RR7209SETRR7201 - RR7201SET

RR7203SET - RR7207SET - RR7208SET

RR7204SET - RR7205SET - RR7206SET RR7202SET - RR7212SET - RR7213SET

Safety couplings with high quality plastics and metal elements. 

With 2-step mechanism: pressure release - disconnect.

 fEmAlE sAfETy cOuplINGs
 

RR7201 - 1 X 1/4” BSP RR7201SET - 10 X 1/4” BSP

 fEmAlE sAfETy cOuplINGs

RR7209 - 1 X 1/4” BSP RR7209SET - 10 X 1/4” BSP

 fEmAlE pluG

RR7203SET - 10 X 1/4” BSP  RR7207SET - 10 X 3/8” BSP  RR7208SET - 10 X 1/2” BSP

 hOsE pluG

RR7204SET - 10 X 8-9 MM  RR7205SET - 10 X 10 MM RR7206SET - 10 X 13 MM

 mAlE pluG

RR7202SET - 10 X 1/4” BSP  RR7212SET - 10 X 1/2” BSP  RR7213SET - 10 X 3/8” BSP

pluGs ANd cOuplINGs

EuRO 07

mm bar l/min

EURO 07 7 1-16 Airflow at  6 bar 1.470

ORION 06 6 0,8-12 Airflow at  6 bar 780

ISO 08 8 1-16 Airflow at  6 bar 1.860

ISO 06 6 1-16 Airflow at  6 bar 920
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RR7104SET - RR7105SET

RR7102SET

RR7103SET

RR7101A - RR7101ASET

RR7401 - RR7401SET

RR7404SET - RR7405SET

RR7402SET - RR7403SET

RR7406SET - RR7407SET - RR7408SET

 fEmAlE pluG

10 X 1/4” BSP

 fEmAlE sAfETy cOuplINGs

RR7101A - 1 X 1/4” BSP RR7101ASET - 10 X 1/4” BSP

 hOsE pluG

RR7104SET - 10 X 8-9 MM RR7105SET - 10 X 10 MM

 mAlE pluG

10 X 1/4” BSP 

 fEmAlE sAfETy cOuplINGs

RR7401 - 1 X 3/8” BSP RR7401SET - 10 X 3/8” BSP

 fEmAlE pluG

RR7404SET - 10 X 1/4” BSP RR7405SET - 10 X 3/8” BSP

 mAlE pluG

RR7402SET - 10 X 1/4” BSP RR7403SET - 10 X 3/8” BSP

 hOsE pluG

RR7406SET - 10 X 8-9 MM  RR7407SET - 10 X 10 MM RR7408SET - 10 X 13 MM

ORION 06

IsO 08
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RR7306 - RR7306SETRR7301 - RR7301SET

RR7303SET

RR7304SET - RR7305SET

RR7302SET

RR7220SET - RR7221SET - RR7223SET

RR7220SET EURO 07

RR7221SET  ORION 06

RR7223SET  ISO 06

IsO 06

 fEmAlE sAfETy cOuplINGs

RR7301 - 1 X 1/4” BSP RR7301SET - 10 X 1/4” BSP

 mAlE sAfETy cOuplINGs

RR7306 - 1 X 1/2” BSP RR7306SET - 10 X 1/2” BSP

 fEmAlE pluG

10 X 1/4” BSP

 hOsE pluG

RR7304SET - 10 X 8-9 MM RR7305SET - 10 X 10 MM

 mAlE pluG

10 X 1/4” BSP

 mAlE pluG

SET OF 10 PCS,1/4” WITH O-RING

Safety couplings with high quality plastics and metal elements. With 

2-step mechanism: pressure release - disconnect.
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RR8306

RR8301

RR8106

RR8101

RR8206

RR8111

RR8211

RR8311

 uNIvERsAl sAfETy cOuplING mAlE ThREAd

1/4” BSP ; PACKED IN A BLISTER.

 uNIvERsAl sAfETy cOuplING 
 fEmAlE ThREAd

1/4” BSP ; PACKED IN A BLISTER.

 uNIvERsAl sAfETy cOuplING mAlE ThREAd

3/8” BSP ; PACKED IN A BLISTER.

 uNIvERsAl sAfETy cOuplING 
 fEmAlE ThREAd

3/8” BSP ; PACKED IN A BLISTER.

 uNIvERsAl sAfETy cOuplING mAlE ThREAd

1/2” BSP ; PACKED IN A BLISTER.

 uNIvERsAl cOuplING fEmAlE ThREAd

1/4” BSP ; PACKED IN A BLISTER.

 uNIvERsAl cOuplING fEmAlE ThREAd

1/2” BSP ; PACKED IN A BLISTER.

 uNIvERsAl cOuplING fEmAlE ThREAd

3/8” BSP ; PACKED IN A BLISTER.

uNIvERsAl
IsO 

4414
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RR7705SET - RR7706SET
RR7707SET - RR7708SET
RR7709SET - RR7710SET

RR7805SET - RR7806SET
RR7807SET - RR7808SET

RR7810SET

RR7904SET - RR7905SET
RR7907SET - RR7908SET

RR7909SET

RQN9060

RR7950

RQN9070

 mAlE ThREAdEd hOsE sTEm mAlE-mAlE hOsE AdApTOR bsp

 EAR clAmps

 AlumINum hOldER fOR hOsEs smAll

186 X 57 X 75 MM

 cRImpING TOOl fOR EAR clAmps

 AlumINum hOldER fOR hOsEs lARGE

248 X 79 X 96 MM

RR7705SET - 10 X 1/4” -  6 MM 
RR7706SET - 10 X 1/4” -  8 MM 
RR7707SET - 10 X 1/4” - 10 MM 

RR7708SET - 10 X 3/8” -  8 MM 
RR7709SET - 10 X 3/8” - 10 MM 
RR7710SET - 10 X 3/8” - 12 MM 

RR7805SET - 10 X 1/4” - 1/4” 
RR7806SET - 10 X 1/4” - 3/8” 
RR7807SET - 10 X 1/4” - 1/2” 

RR7808SET - 10 X 3/8” - 3/8” 
RR7810SET - 10 X 3/8” - 1/2” 

RR7904SET - 100 X 11-13 MM 
RR7905SET - 100 X 13-15 MM 
RR7907SET - 100 X 15-18 MM 

RR7908SET - 100 X 17-20 MM 
RR7909SET - 100 X 20-23 MM 
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kg m mm mm mm mm kg

RASB1200 0,6 - 1,5 1,6 2,5 100 178 45 0,5

RASB2000 1,0 - 2,0 1,6 2,5 100 178 45 0,5

RASB3000 1,5 - 3,0 1,6 2,5 100 178 45 0,5

RASB5000 3,0 - 5,0 1,5 3,2 115 205 45 0,7

RASB7000N 5,0 - 7,0 1,3 3,2 155 340 74 1,85

RASB8000N 5,0 - 9,0 1,3 4,7 175 380 115 3,74 

RASB1200 - RASB2000 - RASB3000 - RASB5000 

RASB7000N RASB8000N

 spRINGbAlANcERs

 spRINGbAlANcER

5,0 - 7,0 KG

 spRINGbAlANcER

5,0 - 9,0 KG
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RA8884RA8880

RALA450

Rala600Rala500 RALA700

 AuTOmATIc 
 cAblE REEl 15 mTR

3 G X 1,5 MM2 - H05VV-F, IP 42

  AuTOmATIc 
 cAblE REEl 10 mTR

3 G X 2.5 MM2 - H07RN-F, IP 42

 3w AlumINum pEN TypE flAshlIGhT

USES 2 PIECES OF AAA BATTERY (NOT INCLUDED) , MADE OF AIRCRAFT-GRADE ALUMINUM, TOUCH CONTROL  

 cOb lEd fOldAblE 
 wORKlIGhT 

EXTREME WIDE BEAM

 REchARchAblE wORKlIGhT  
 wITh hOldER

WITH 18 BRIGHT SMD-LEDS

 fOldAblE ( 90 ) lEd
 wORKlIGhT

WITH 30 CLEAR WHITE LEDS AND 7 LED FLASHLIGHT

LIGHT OUTPUT  POSITION 1
 100% BRIGHTNESS = 250 LUMEN
 POSITION 2
 50% BRIGHTNESS = 120 LUMEN
COLOR TEMPERATURE  5.500K (DAYLIGHT)
BATTERY LITHIUM 18.650
CHARGEABLE VIA 230V / 12-24V VIA CARCHARGER / USB-CABLE  
DURABILITY CA. 2,5 HOURS CONTINUOUS AT 100%
 CA. 4 HOURS CONTINUOUS AT 50%
CHARGING TIME CA. 4 – 5 HOURS (IF COMPLETELY EMPTY)
SIzE 320 X 45 X 27MM (INCL. HOOK)                      
WEIGHT 180 GRAMS (WITHOUT FOOT)

EQUIPPED WITH 
A STRONG MAGNET  
ON BACKSIDE

WITH HOOK 

ON/OFF BUTTON WITH 
3 POSITIONS
( BACKSIDE ) 

WITH 2 X USB OUTPUT TO 
CHARGE A SMARTPHONE 
OR TABLET 

2 LIGHT MODES 50% 
ILLUMINATION

OUTPUT 130 LUMEN
BEAM DISTANCE 50 M
RUNTIME 5-8 HOURS
DIMENSIONS 16 MM (TUBE DIAMETER) X 147 MM (L)                          
NET WEIGHT 37 G (EXCLUDING BATTERIES) 
ACCESSORIES CLIP + POUCH

LIGHTSOURCE 3 WATT COB LED
LIGHT OUTPUT 220 LUMEN
COLOR TEMPERATURE  DAYLIGHT (5500 - 6000 K)
BATTERY LITHIUM 3,7 V
CHARGEABLE VIA 12-24V AND 230V
DURABILITY 5 - 6 HOURS
CHARGING TIME 4 - 5 HOURS
LENGTH 265MM (HOOK INCL.)
WEIGHT 350 GRAMS

360° ROTATABLE

EQUIPPED WITH 
A MAGNET 

WITH HOOK FLASHLIGHT
1 WATT - 50 LUMEN

LIGHT OUTPUT 95 LUMEN ( FLASHLIGHT 18 LUMEN)
BATTERY 3,7 V LITHIUM
RECHARGEABLE  12 V AND  230V 
DURABILITY 4,5 HOURS
CHARGING TIME 3,5 HOURS 

EquIppEd wITh hOOKs ANd 

2 mAGNETs

( bOTTOm ANd bAcKsIdE )  

lEd lOOplAmpEN
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RABST12A

RABST1224A RBAOBD2

 bOOsTER 12 + 24v

CLAMPS, CABLES, FUSES 100% COPPER FOR OPTIMAL PERFORMANCE

 ObdII pluG

 bOOsTER 12v

CLAMPS, CABLES, FUSES 100% COPPER FOR OPTIMAL PERFORMANCE

ROdAc bOOsTERs

wITh A ROdAc bOOsTER yOu cAN 

sAfEly sTART All vEhIclEs

Technical specifications RABST12A RABST12/24A

Capacity 12 V 12 / 24 V

Start current 1.150 A 2.300 A / 12 V

1.150 A / 24 V

Peak current 3.500 A 7.000 A / 12 V

3.500 A / 24 V

Cablelength 140 cm 180 cm

Cablediameter 25 mm2 50 mm2

Weight of battery 11,5 kg 21 kg

Electronic protection 
1st protection: anti polarity inversion with buzzer to prevent damage to 
the boardcomputer of a car.
2nd protection: warning if the booster is in the off postition.

Resistance 
• impact-resistant housing made of reinforced ABS plastic
• fuse is coated with ceramic and can be accessed without 
 opening the booster ( 2 fuses, of which 1 spare )
• protected on/off switch

Additional features
• saves the electronic data of the vehicle when removing the battery
 • it is possible to charge 12V devices 
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RAMG1000

RAMG5050

RAMG2000 RAMG3000

 mAGNETIc TRAy

150 X 30 MM

 mAGNETIc fENdER cOvER

400 X 1.100 MM 

 mAGNETIc TRAy

240 X 140 X 42 MM

 mAGNETIc TRAy

360 X 160 X 42 MM
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RAMG6003  / RAMG6004RAMG6001  / RAMG6002

RaMG6010

RAMG6080

RAMG6090

RaMG6015

RAMG6060

RAMG8001

 mAGNETIc pIcK-up TOOl

RAMG6001: 180 X 880 X 17 MM / MAX. 2,0 KG RAMG6002: 180 X 760 X 19 MM / MAX. 4,3 KG

 TElEscOpIc mIRROR

RAMG6003: 220 X 925 X 32 MM  RAMG6004: 245 X 955 X 57 MM 

 TElEscOpIc scRIbER/mIRROR/pIcK-up TOOl

215 X 710 X 32 MM

 flExIblE pIcK up TOOl wITh mAGNET

570 X 8 MM / MAX. 0,5 KG

 mulTI mAGNET hOldER 

50 X 56 MM / MAX. 2,0 KG

 mAGNETIc pIcK-up TOOl wITh scRIbER
 pOcKET sIzE

145 X 658 X 7 MM  / MAX. 0,4 KG

 mAGNETIc TOOl sET (pOcKET sIzE)

3 PCS.

 mAGNETIc 1/2” ImpAcT 
 wRENch hOldER

360 X 98 X 120 MM, MAX. CAPACITY: 5,5 KG / WEIGHT:  1,25 KG
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RAG444...

RAG700108

RAG...

RAG447...

D1 D2 L1 l2

RAG447808 8 15 25 78 13

RAG447810 10 17,5 25 78 14

RAG447812 12 20 25 78 14

RAG447813 13 21 25 78 14

RAG447815 15 23,7 30 78 17

RAG447816 16 25 30 78 17

RAG447817 17 26 30 78 17

RAG447818 18 27,5 30 78 17

RAG447819 19 28,7 30 78 19

RAG447821 21 30 30 78 24

RAG447822 22 32 30 78 24

RAG447823 23 32 30 78 24

RAG447824 24 35 30 78 24

RAG447827 27 38,7 30 78 54

RAG447828 28 40 30 78 54

RAG447830 30 42 30 78 54

RAG447832 32 44 30 78 54

A L1 D1

RAG340020 3/8” 1/4” 32 22

RAG340040 3/8” 1/2” 36 22

RAG480033 1/2” 3/8” 38 25

RAG480066 1/2” 3/4” 48 30

RAG640604 3/4” 1/2” 56 44

RAG640608 3/4” 1” 63 44

RAG841006 1” 3/4” 75 54

D1 D2 L1 l2

RAG444010 10 17,5 25 38 12

RAG444012 12 20 25 38 12

RAG444013 13 21 25 38 12

RAG444016 16 25 30 38 12

RAG444017 17 26 30 38 13

RAG444018 18 27,5 30 38 13

RAG444019 19 28,7 30 38 13

RAG444022 22 32 30 38 13

RAG444024 24 35 30 45 20

RAG444027 27 38,7 30 50 22

RAG444030 30 42 30 50 22

RAG444032 32 44 30 50 28

RAG444033 33 46 30 44 22

RAG444034 34 46 30 44 22

RAG444035 35 48 30 48 25

RAG444036 36 49 30 48 25

RAG444038 38 52 30 48 29

L1

D2 D1

L2

L1

L2

D2 D1
ImpAcT sOcKETs

Impact sockets offer a suitable solution for loosening and tightening 
nuts with RODAC’s pneumatic air tools. They can be used on impact 
wrenches and ratchets. The impact sockets have a lifetime warranty for 
material faults or premature wear and tear. RODAC also offers a range of 
sockets for more specialised use, such as impact hexagon sockets and 
torx sockets, torsion bars, thin-walled socket sets and other accessories.

 ImpAcT sOcKET 1/2” shORT

 1/2” uNIvERsAl JOINT

A - 1/2” L1 - 60 D1 - 32

 REducER

 ImpAcT sOcKET 1/2” lONG
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RAG645... RAG649...

RAG...

D1 D2 L1 l2

RAG645217 17 31 44 50 12

RAG645219 19 33 44 50 14

RAG645221 21 35 44 50 16

RAG645222 22 37 44 50 16

RAG645224 24 39 44 50 16

RAG645226 26 41 44 50 16

RAG645227 27 43 44 54 16

RAG645229 29 45 44 54 23

RAG645230 30 47 44 54 23

RAG645232 32 49 44 56 23

RAG645233 33 51 44 56 23

RAG645236 36 54 44 56 23

RAG645238 38 57 44 58 24

RAG645241 41 60 44 58 24

RAG645246 46 67 44 63 27

D1 D2 L1 l2

RAG649517 17 31 44 95 20

RAG649519 19 33 44 95 23

RAG649524 24 39 44 95 51

RAG649527 27 43 44 95 62

RAG649530 30 47 44 95 62

RAG649532 32 49 44 95 62

RAG649536 36 54 44 95 62

RAG649546 46 67 44 95 58

RAG649550 50 71 54 95 58

D1 L1 A1

RAG480125 1/2” 125 25

RAG640100 3/4” 100 44

RAG640200 3/4” 200 44

RAG840200 1” 200 54

L1

L2

D2 D1

L1

D2 D1

L2

 ImpAcT sOcKET 3/4” shORT  ImpAcT sOcKET 3/4” lONG

 ExTENsION bAR
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RAG849...

RAG28033500

RAG847...

D1 D2 L1 l2

RAG847027 27 46 54 58 17

RAG847030 30 50 54 60 21

RAG847032 32 52 54 60 21

RAG847033 33 53 54 60 21

RAG847036 36 56 54 65 30

RAG847038 38 59 54 65 30

RAG847040 40 62 54 67 31

RAG847041 41 63 54 67 31

RAG847046 46 69 54 74 36

RAG847055 55 80 54 84 44

RAG847060 60 86 54 87 44

RAG847065 65 92 54 90 46

RAG847070 70 99 54 90 46

RAG847075 75 104 86 98 46

D1 D2 L1 l2

RAG849524 24 42 54 100 21

RAG849527 27 46 54 100 23

RAG849530 30 50 54 100 50

RAG849532 32 52 54 100 50

RAG849533 33 53 54 100 50

RAG849534 34 55 54 100 50

RAG849535 35 55 54 100 50

RAG849536 36 56 54 100 64

RAG849538 38 59 54 100 64

RAG849541 41 63 54 100 64

RAG849546 46 69 54 100 62

RAG849550 50 74 54 100 62

RAG849555 55 80 54 100 60

RAG849570 70 99 54 125 80

L1

L2

D2 D1

L1

D2 D1

L2

 ImpAcT sOcKET 1” lONG

 1”  TORsION bAR 305 mm

500 NM , 33 MM

 ImpAcT sOcKET 1” shORT



W W W . R O D A C . C O M

69

RAG499817L - RAG499819L
RAG4998121L

RA8681L

RA8684

RAG499817SET - RAG499819SET
RAG4998121SET - RAG499822

RA8681

RA8682

RA8673

MAX. 200 NMMAX. 200 NM

  85MM   150 MM

MAX.  200 NM MAX.  200 NM

 sOcKET 1/2” ExTRA lONG 
 wITh plAsTIc slEEvE

 1/2” whEEl NuT sOcKET - lONG

17-19-21 MM
LONG, THIN-WALLED SOCKETSET WITH PLASTIC STOP AND SLEEVE IN BLOWCASE.

 1/2” TORquE lImITEd 
 ImpAcT sOcKET sET - lONG

SET OF 3 PCS. IN BLOWCASE, LIMITED 100 NM, 17+19+21 MM. 
CHECK THE TORQUE WITH A TORQUE WRENCH

 sOcKET 1/2” lONG 
 wITh plAsTIc slEEvE

 1/2” chROmE-mOlybdENum

17-19-21 MM
THINN WALL WITH PLASTIC STOP

 1/2” TORquE lImITEd 
 ImpAcT sOcKET

SET OF 3 PCS. IN BLOWCASE, LIMITED 100 NM, 17+19+21 MM. 
CHECK THE TORQUE WITH A TORQUE WRENCH

 1/2” TORquE lImITEd ImpAcT 
 AdApTOR sET

SET OF 3 PCS. IN BLOWCASE, LIMITED 100 NM, 3/8”+1/2”+3/4”. 
CHECK THE TORQUE WITH A TORQUE WRENCH

sET = 5 pIEcEs
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RAG900100

RAG301...

RAG700...

RAG900...

S D1 D2 L1 L2

RAG900170 17 23 25 21 55

RAG900185 18,5 25 25 21 55

RAG900200 20 26 25 21 55

RAG900215 21,5 30 28 21 55

     mm    mm inch

RAG301238 17 x 1,5 2,0 x 15L 3/8”

RAG301212 24 x 3,5 3,0 x 25L 1/2”

RAG301213 19 x 4,0 3,0 x 21L 1/2”

RAG301234 36 x 5,0 4,0 x 35L 3/4”

RAG301211 45 x 7,0 5,0 x 45L 1”

RA31541RA21541 RA41541

L1

L

D2

d1
D1

L1

L

D2

S
D1

 1/2” luGNuTREmOvER

D1 - 14 D2 - 25 L1 - 11 L - 55

  O-RING + lOcKING pIN

 1/2” luGNuTREmOvER

 1/2” luGNuTREmOvER

INSERT THE NUT INTO THE SOCKET AT  A DISTANCE OF HALF LENGTH!

 bIT AdApTOR 3/8”
 40 mm

CHROME-MOLYBDENUM BITADAPTOR
FOR USE ON RACHETS

 bIT AdApTOR 1/2”
 46 mm

CHROME-MOLYBDENUM BITADAPTOR
FOR USE ON RACHETS

 bIT AdApTOR 1/4” 
 35 mm

CHROME-MOLYBDENUM BITADAPTOR
FOR USE ON RACHETS

RAG700100 - 10 MM
RAG700110 - 11 MM
RAG700120 - 12 MM

RAG700140 - 14 MM
RAG700150 - 15 MM
RAG700170 - 17 MM

RAG700190 - 19 MM



W W W . R O D A C . C O M

71

RA8685RA8701

20059s00A

ra8687

RA8672

20029s00A

ra8688

RA8671

RA8674

Ra8679

Ra8690

10 MM 105 MM

  3/8” chROmE-vANAdIum

10-11-12-13-14-15-17-19 MM

 1/4” chROmE-
 mOlybdENum

6-7-8-9-10-11-12-13-14 MM
EXTENSION 50+100 MM, ADAPTER 1/4 X 3/8”

 1/2” xzN sOcKET sET 
 (6 pcs.)

M14 - M16 - M18 (43 MM L)
M14 - M16 - M18 (78 MM L)

 1/2” ImpAcT bIT
 ANd sOcKET sET 

41 PARTS, IN BLOWCASE CONTENT: 10 X 1/2” IMPACT SOCKETS 
(8, 10, 11, 12, 13, 14, 17, 19, 21, 22 MM), 28 X BITS, 
VARIOUS REDUCERS

 1/2” chROmE-
 mOlybdENum

17-19-21 MM, THIN WALL WITH PLASTIC STOP

 1/2” chROmE-
 mOlybdENum

4-5-6-8-10-12-14-17-19 MM
HEXº

 mINI sOcKET sET 1/2”
 

 CHROME-MOLYBDENUM
 13-14-15-16-17-18-19-21-24 MM ON A RAIL

 mAlE bOlT ExTRAcTOR 

3/8’’: 2-3-4-5-6 MM  / 1/2’’: 8-10-12-14 MM
ON A RAIL

 sET REducER 
 (6 pcs.)

1/2” - 3/4”, 3/4” - 1/2”, 1/2” - 3/8”
1/4” - 3/8”, 3/8” - 1/4”, 3/8” - 1/2”

 1/2” TORx ImpAcT 
 sOcKET sET

SET OF 8 PCS. CHROME-MOLYBDENUM, IN BLOWCASE:
T25-T30-T40-T45-T50-T55-T60-T70

 1/2” chROmE-
 mOlybdENum

17-19-21 MM, THIN WALL

fOR Rc2751
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RA8697

RA8686CM

RA8694

RA8689

RA8705

RA8686

20058S01A 20058S00AL20058S00A

12-point Star Square

Spline 6-point 6-point
50% rounded off

• Multifunctional 

• Suitable for 6 types  of nuts and bolts

• Maximum grip 

• Extensive lifespan 

• Chrome-molybdenum 

• Patented design 

 1” chROmE-
 mOlybdENum

24-27-30-32-35-38-41-46-50 MM

 1/2” chROmE-
 mOlybdENum

10-11-13-14-17-19, 21-22-24-27 MM

 3/4” chROmE-
 mOlybdENum lONG

21L-24L-27L-30L-32L-33L-36L-38L MM

 1/2” chROmE-vANAdIum

10-11-13-14-17-19, 21-22-24-27 MM

 3/4” chROmE-
 mOlybdENum

26-27-29-30-32-35-36-38 MM

 1/2” chROmE-
 mOlybdENum - lONG

14-16 -17-18-19-21-22, 17L-19L-21L MM

 1/2’ sphERIcAl 
 sOcKETsETs 8 pIEcEs

CONTENT: 11-12-14-15-16-18-21-22 MM ON METAL RAIL

 1/2” sphERIcAl sOcKET- 
 sETs 6 pIEcEs - lONG

CONTENT: 10-13-17-19-24-30 MM ON METAL RAIL

 1/2’ sphERIcAl 
 sOcKETsETs 6 pIEcEs

CONTENT: 10-13-17-19-24-30 MM ON METAL RAIL

 sphERIcAl sOcKETs
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RR27514PAD

RR275143

RR27514P

RR27514H

RR27514ASETRR275141

RR275140

RRNC27515H

RRNC27515SET

 ImpAcT dRIvEN hOldER 
 + 3” bAcK-up pAd

FOR USE WITH SANDING PAPERS, COMBINE WITH A 1/2” IMPACT 
WRENCH

 TwIsT lOcK dIsc
 50mm  

USE WITH RR27514H 

 ImpAcT dRIvEN 
 hOldER 

THE HOLDER CAN BE USED WITH RR27514ASET,RR27514PAD 
AND RR27514P  

 sTRIp dIsc 
 (5 pcs.)
 
USE WITH RR27514H

 ImpAcT dRIvEN hOldER 
 + 2” TwIsT dIsc hOldER

FOR USE WITH TWIST-ON SANDING DISCS, COMBINE WITH A  1/2” 
IMPACT WRENCH

 ImpAcT dRIvEN hOldER 
 + 1 sTRIp dIsK

STRIP DISCS AVAILABLE BY 5 PIECES PER SET 

• combine the holder with a 1/2” impact wrench
• Professional tool for rapid removal of rust and aluminum corrosion
 on the contact surface of wheel hubs, rims, brake drums, brake discs etc.
• The contact surface is absolutely clean in seconds and free of rust.
• No residue, low dust, no sparks.
• A time-consuming cleaning with a wire brush is not necessary.
• This tool is highly recommended by car manufacturers 
• Comes with 1 cleaning disc. The discs are easily interchangeable 
 and very durable.
• The discs can be ordered as a set for replacement 
 RR27515SET ( = 3 pieces )      
 

 ImpAcT dRIvEN hOldER 
  + 1 sTRIp dIsc   

 sTRIp dIsc  (3 pcs.) 

 3” bAcK-up pAd
 75mm 

USE WITH RR27514H
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RODAC can provide the ideal solution for every workshop. The RODAC product range of 
hydraulic equipment comprises a broad spectrum of products for professional workshops 
and bodywork firms, and RODAC is able to offer a high-quality, competitively-priced 
solution in every product category. All equipment satisfies the strictest quality and safety 
requirements.

EQUIPMENT
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Hydraulic bottle jacks

The base, pressure cylinder and oil deposit form one integral part and provide 

more strength and safety to the jacks. Any pressure loads produced by the 

vehicle axle tilting are absorbed as the piston never comes into contact with 

the cylinder. Therefore the jack will not be damaged even if the vehicle tilts.

A B C D E F G Carrying handle

tonnes mm mm mm mm mm mm mm kg

RQBJR2 2 168 105 65 338 116 75 24 3.6

RQBJR3 3 168 105 65 338 116 75 24 3.7

RQBJR3A 3 210 150 65 425 116 75 24 4.2

RQBJR5 5 212 150 75 437 125 75 29 4.5

RQBJR8 8 219 150 75 444 144 90 37,2 5.9

RQBJR10 10 219 150 75 444 144 90 37,2 6.4

RQBJR12 12 226 150 75 451 164 110 44.5 8.5

RQBJR15 15 228 150 75 452 164 110 44.5 8.8

RQBJR20 20 234 150 75 459 172 120 50.9 10.6

RQBJR25 25 242 150 75 467 196 144 57.6 • 15.5

RQBJR30 30 242 150 75 467 196 144 57.6 • 15.5

RQBJR40 40 246 150 396 214 165 70 • 23.5

RQBJR50 50 260 140  400 214 165 80 • 28
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The jacks can be used horizontally when required. 

Set the jack with the pump downwards as shown in the picture.

Telescopic lever that can be operated from any position by the 

rotatable socket. 

The models with higher capacity than 20 tonnes are equipped with a 

carrying handle in which the lever can be attached after use for easy 

storage.
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TL102N TL108N

TL112N

TL102N TL104N TL106N TL108N TL112N TL120N

The bottle jacks are 

electrostatically painted to 

prevent corrosion.

These bottle jacks cannot be used 

in horizontal position! (TL1... en 

RQBJTR...)

 bottle jack 
 2 tonnes

 bottle jack 
 8 tonnes

 bottle jack 
 12 tonnes

A B C D E F Carrying handle

tonnes mm mm mm mm mm mm kg

TL102N 2 181 116 48 345 88 92 2.9

TL104N 4 194 118 60 372 92 100 3.3

TL106N 6 216 127 70 413 96 112 4.5

TL108N 8 230 147 80 457 103 118 5.7

TL112N 12 230 155 80 465 116 134 • 7.3

TL120N 20 242 150 60 452 144 152 • 10.8
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RQBJTR2 RQBJTR2F RQBJTR2H RQBJTR5 RQBJTR12 RQBJTR20

telescopic bottle jacks

Same technical specifications as our standard RQBJR jacks. 

The telescopic piston provides a very low initial height with a high lifting range.

A B C D E F G G2

tonnes mm mm mm mm mm mm mm mm kg

RQBJTR2 2 145 165 50 360 144 90 33 21 4.8

RQBJTR2F 2 145 165 50 360 144 90 33 21 5

RQBJTR2H 2 170 212  382 144 90 33 21 5.4

RQBJTR5 5 215 300  515 164 110 42 30 8.3

RQBJTR12 12 245 326  571 196 144 63.3 46 15.4

RQBJTR20 20 180 205  385 230 180 84 59 22



W W W . R O D A C . C O M

80

RQBJ10LIFTRQABJ10lift 

RQBJX20

RQBJX30S

 rQabj10liFt + rQbj10

WeigHT: 29 kg

 low jack For bottle jacks
 8/10 ton

MiNiMuM HeigHT pOSiTiON 1: 31 MM, MiNiMuM HeigHT pOSiTiON 2: 126 MM WeigHT: 22 kg

air Hydraulic bottle jacks

These jacks use the compressor of the truck but can also be used by hand. ideal for truck and trailer roadside service. extension screw gives additional height when

necessary. The operator will always be in control of the descent of the jack, even if the air supply is interrupted. High performance pneumatic pump.

The use of a combined air filter-regulator-lubricator is absolutely necessary to guarantee good operation and long life of the jacks.

MiNiMuM AiR pReSSuRe ReQuiReD: 
7-10 BAR/100-145 pSi

NeCeSSARy AiR FLOW:
270 L/MiN /9,5 CFM

 air Hydraulic bottle jack 
 20 tonnes 

 air Hydraulic bottle jack 
 30 tonnes 

COMeS iN A BLOWCASe 

A B C D

tonnes mm mm mm mm kg

RQBJX20 20 234 138 75 447 15,5

RQBJX30S 30 255 138 75 468 25,5

ideal For diFFicult liFting, supporting, 

levelling or positioning oF Fork-liFts, 

Heavy macHines and numerous jobs 

wHere space is tigHt. toe is detacHable 

and adjustable to 2 Fixed positions. 

suitable For rQbjr8 or rQbjr10.



W W W . R O D A C . C O M

81

REQ3000

REQ3005

TL8115

 trolley jack aluminum/steel 
 1.5 tonnes

FOR SeMi-pROFeSSiONAL uSe 

 trolley jack 
 3 tonnes

eSpeCiALLy BuiLT FOR THe SeMi-pROFeSSiONAL uSeR WiTH iRON WHeeLS AND SAFeTy 
RuBBeR pAD. (peQ3000pAD)

 trolley jack 
 3 tonnes

eSpeCiALLy BuiLT FOR THe SeMi-pROFeSSiONAL uSeR WiTH iRON WHeeLS AND SAFeTy 
RuBBeR pAD. (peQ300537)

Hydraulic trolley jacks

witH Quick liFt

A B C D E F G H

tonnes mm mm mm mm mm mm mm mm kg

REQ3000  130 290 175 465 572 328 27,7

REQ3005 3 145 355 195 500 660 1.630 350 270 39

TL8115 1,5 90 268 148 358 554 1.424 247 130 14.3

With new improved cylinder: the high performance seals and polished 
chrome cylinder ensure a longer life. 

polished liner cylinder wall extend the life of the seals by minimizing 
abrasion and wear.
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RQGC6N-10N-12N RQGCR2-2H-2L-3

Hydraulic trolley jacks

All models under 6 tons are fitted with polyamide wheels and castors to facilitate manoeuvrability. These wheels will not damage garage floors, do not rust and are quiet in 
operation. The rubber coated ergonomic handle facilitates easier operation. The models up to 6 tonnes are supplied with rubber protection pad. *

A B C D E F G H

tonnes mm mm mm mm mm mm mm mm kg

RQGCR2 * 2 95 135 470 850 905 1720 270 250 30

RQGCR2H * 2 80 137,5 520 920 975 1800 270 250 35,5

RQGCR2L * 2 95 165 790 1220 1275 2020 270 360 50,7

RQGCR3 * 3 95 135 470 850 905 1720 270 250 33,5

RQGC6N 6 170 220 410 1250 1310 2215 414 336 81

RQGC10N 10 170 270 605 1550 1600 2530 414 386 123

RQGC12N 12 190 270 580 1500 1550 2480 414 386 121
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RQGCR2 - RQGCR2H - RQGCR2L - RQGCR3 RQGC6N - RQGC10N - RQGC12N

RQAR5181 RQA5181

RQgCR2  2 TONNeS
RQgCR2H 2 TONNeS exTRA LOW MODeL

RQgCR2L 2 TONNeS exTRA LONg MODeL
RQgCR3 3 TONNeS

 trolley jack 2t - 3t  trolley jack 6t - 10t - 12t

 rubber pad

SAFeTy RuBBeR pAD TO uSe WiTH SADDLe.
FOR ALL MODeLS up TO 3 TONNeS.

 rubber pad

SAFeTy RuBBeR pAD TO uSe WiTH SADDLe.
FOR ALL MODeLS up TO 3 TONNeS.

is supplied 
witH pad 

RQgC6N 6 TONNeS
RQgC10N 10 TONNeS

RQgC12N 12 TON
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air Hydraulic trolley jacks

The operator will always be in control of the operation even if the air supply is interrupted. easy positioning under the vehicle and manoeuvrability. 

A pneumatic device gives a fast lifting speed and self-retraction ram descent (without load 90 sec.). 

Compact design enables the jack to fit easily between tandem wheels. Regular maintenance of the jack prevents leaking.

FiTTeD WiTH A BuD TO pReveNT HANDS RuBBiNg ON THe gROuND. HAND LeveR LOCkS iN 4 DiFFeReNT pOSiTiONS: HORizONTAL, 45° 
AND veRTiCAL pOSiTiON TO eASiLy pLACe THe JACk uNDeR THe LOAD 
OR COLLApSeD FOR eASieR TRANSpORT.

SuppLieD WiTH ONe 100 MM exTeNSiON (60 MM  
FOR RQgCL10T35).

A B C D E

tonnes mm mm mm mm mm kg

RQGCL10T35A 10/20/35 807 160 345 157 260 41,0

RQGCL15T30A 15/30 807 185 470 157 280 46,5 

RQGCL20T65A 20/35/65 793 235 515 194 317 69,5

RQGCL25 25 560 108 423 157 280 47 

RQGCL35 35 807 115 430 157 280 52,5
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35

25

323

RQGCL25

RQGCL15T30A

RQGCL10T35A

RQGCL35

RQGCL20T65A

OpTiON
RQA5205 
100 MM

iNCL.
RQA5212
100 MM

OpTiON 
RQA5204 
50 MM

OpTiON 
RQA5206 
50 MM

iNCL.
RQA5211 
60 MM

 trolley jack 25 tonnes

iNCL. exTeNSiON ADApTeR RQA5212 
OpTiONAL: RQA5204 + RQA5206

 trolley jack 15/30 tonnes

iNCL. exTeNSiON ADApTeR RQA5212 
OpTiONAL: RQA5204 + RQA5206

 trolley jack 10/20/35 tonnes

iNCL. exTeNSiON ADApTeR RQA5211 
OpTiONAL: RQA5205

 trolley jack 30 tonnes

iNCL. exTeNSiON ADApTeR RQA5212 
OpTiONAL: RQA5204 + RQA5206

 trolley jack 20/35/65 tonnes

iNCL. exTeNSiON ADApTeR RQA5212 
OpTiONAL: RQA5206 ( 50MM ) + RQA5204

extension adapter
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TLGSC...

RTPJ050

 garage stands

2 pCS., WiTH SAFeTy LOCk (exCepT TLgSC12).

Capacity Saddle

tonnes mm mm mm kg

TLGSC2 2 85 x 25 420 - 280 192 x 177 5,1

TLGSC3 3 85 x 29 420 - 295 206 x 186 6,9

TLGSC6 6 106 x 32 600 - 405 287 x 252 13,9

TLGSC12 12 125 x 37 715 - 460 310 x 280 27,5

 rack jack

SAFeTy CRANk WiTH BRAke FOR SeCuRiNg THe LOAD iN ANy pOSiTiON (ReveRSe SeCuReD). SAFe 
OpeRATiON By TWiN pAWLS SeCuRiNg 100% LOAD CApACiTy ON HeAD 70% ON BASe.

Capacity head Capacity base Power on crank

kg kg kg kg

5 3,5 55 22

A B B1 G h H R Z
mm mm mm mm mm mm mm mm

188 229 200 77 83 765 300 360
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RCshs2

RCth5RCLS5

rchs10

Capacity Saddle Variable

tonnes mm mm mm kg

RCLS5 5 75 x 125 465 - 290 3 275 6

RCTH5 5 75 x 125 1.085 - 720 6 550 13

RCSHS2 2,5 75 x 125 1.950 - 1.240 6 550 17

RCHS10 10 75 x 125 1.855 - 1.145 6 750 50

 garage stand

FOR ADDiTiONAL SAFeTy AND SeCuRiTy. TO Be uSeD WiTH THe TROLLey JACk.

 garage stand

FOR ADDiTiONAL SAFeTy AND SeCuRiTy. TO Be uSeD WiTH THe TROLLey JACk.

 garage stand

FOR ADDiTiONAL SAFeTy AND SeCuRiTy. TO Be uSeD WiTH THe TROLLey JACk.

 garage stand

FOR ADDiTiONAL SAFeTy AND SeCuRiTy. TO Be uSeD WiTH THe TROLLey JACk.
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TL3010N

TL3000n

TL3050

TL3040

tool tray witH magnetic part

 sit on seat

WiTH TOOL TRAy, 5 WHeeLS AND ADJuSTABLe iN HeigHT.

 2 in 1 car creeper/seat

 Heavy duty sit on seat 
 

WiTH SOLiD WHeeLS AND CHROMe FRAMe

 car creeper 
 

ø SeAT  380 MM
HeigHT MiN.  435 MM
HeigHT MAx.            555 MM

WeigHT  5,7 kg
MAx. LOAD  90 kg

ø SeAT             360 MM – FRAMe  440 MM 
HeigHT MiN.  450 MM
HeigHT MAx.  650 MM

WeigHT  8,1 kg
MAx. LOAD  115 kg

DiMeNSiONS 1.190 x 455 x 150 MM
WeigHT 11 kg
MAxiMuM LOAD  90 kg

DiMeNSiONS 
930 x 440 x 100 MM
WeigHT 

6 kg
MAxiMuM LOAD  
90 kg

witH tool tray, 

7 wHeels and an 

adjustable Headrest 

in 3 positions.
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RQWD200

TL20900

 wHeeldolly

 car dolly

TO MOve A CAR iN A QuiCk AND SiMpLe WAy iN THe gARAge, SHOWROOM, pARkiNg OR ON THe ROAD. 
MAx. DiMeNSiONS OF THe WHeeL: 29” WiTH MAx. WiDTH 250 MM

CApACiTy MAx.   570 kg
WeigHT   23,5 kg

TO MOve A CAR iN A gARAge OR BODySHOp. 
ADJuSTABLe WiDTH FROM 920 TO 1420 MM, HeigTH FROM 350 TO 400 MM.

CApACiTy MAx.   1,200 kg
WeigHT  36,8 kg
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tl80051

TL80050N TLGS100B

 car ramp pair ( 2 pieces )

CApACiTy  2500 kg peR pAiR
DiMeNSiONS  900 x 330 x 220 MM 
WeigHT  4 kg peR pieCe
MAx TyReWiDTH  240MM

 car ramp pair

CApACiTy  2.000 kg
DiMeNSiONS 200 x 200 x 800 MM

 set saFety wHeel cHocks (rubber)

DiMeNSiONS 105 x 75 x 75 MM
WeigHT  0,5 kg

tHese stackable plastic 

car ramps are mucH ligHter tHan 

tHe models in steel, yet tHey do 

Have a HigHer capacity oF 

2500 kg per pair. 

tHe anti-slip pattern 

assures a saFe use.
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RQML6

The ideal solution if you want to work on the sides 
of a car at ergonomically responsible heights such 
as changing wheels, brakes, shock absorbers or 
coach work. The platform can easily be positioned 
underneath the car or the car can be driven over the 
platform whereafter the car can be lifted without 
any problem.

Lifting and lowering can only be done by the 
footpedal. With mechanical safety supports to 
secure unforeseen fall-out of the hydraulic 
or pneumatic system.

4  pivoting pads (150º) with safety bold.

 air Hydraulic platForm

LOAD DiviSiON   3:2 OF 2:3
CApACiTy    MAx. 2.500 kg
MAx. LiFTiNg HeigHT  1.000 MM

MiNiMuMHeigHT  125 MM
MAxiMuMHeigHT  1.000 / 1.075 MM
MiN. TRACk   1.140 MM

MAx.TRACk  1.600 MM
DiMeNSiONS  2.554 x 1.015 x 125 MM
WeigHT   270 kg

witH new powerFul pump
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RQLT650 - RQLT1500

SAFeTy DiSTANCe BeTWeeN SCiSSORS AND BeTWeeN LiFTiNg 
pLATFORM AND CHASSiS.

FOOT peDAL FOR QuiCk AppROACH TO LOAD (RQLT1500).

Hydraulic liFting tables

The rubber coated “T” handle facilitates easier operation. All models are equipped with polyamide wheels and castors to facilitate manoeuvrability. These wheels do not 

damage garage floors, do not rust and are quiet in operation.

 Hydraulic liFting tables

THe TABLe CAN Be LOCkeD iN DiFFeReNT HeigHTS WiTH SAFeTy BOLTS.

Capacity A B C D E F

kg mm mm mm mm mm mm kg

RQLT650 650 215 645 830 500 1060 645 71

RQLT1500 1500 210 880 1020 500 1380 690 135
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RQWD600

TL2000

CApACiTy: 700 kg
FORk WiDTH: 480 - 750 MM
MiNiMuM HeigHT TO FORk: 105 MM

MAxiMuM LiFT: 630  MM
WeigHT: 134 kg

 wHeeldolly 700kg adjustable

SpeCiALLy DeSigNeD FOR ReMOvAL OF TWiN AND LARge Size WHeeLS. eQuippeD WiTH CHAiN TO eNSuRe 
SAFe MOveMeNT OF THe WHeeL. THe ROLLeRS ON THe LiFTiNg ARMS pROviDe eASy MANipuLATiON 
OF THe WHeeLS, THuS ACHieviNg eASy pOSiTiONiNg WHeN ReFiTTiNg TO veHiCLeS.

 engine stand 450kg

THe COMpLeTe eNgiNe BLOCk ( WiTHOuT geARBOx ) CAN Be MOuNTeD ON THiS STAND. THe HeAD ROTATeS 360° AND CAN Be FixeD iN 8 
pOSiTiONS. THe eNgiNe STAND HAS A CApACiTy OF 450 kg AND iS eQuippeD WiTH 4 WHeeLS ( 2 FixeD AND 2 SWiveLiNg WHeeLS ) WHiCH MAkeS 
iT veRy STABLe AND SAFe AND ALSO eASy TO MANeuveR. 

CApACiTy 450 kg
LeNgTH 933 MM
WiDTH 780 MM

HeigHT    898 MM 
WeigHT   21 kg 
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RQTJ3003 - RQTJ7503 - RQTJ12003 TL733N

 transmission jack 300 kg HigH liFt transmission jacks HigH liFt 

RQ

HigH liFt transmission jacks

•	 The	lifting	and	lowering	of	the	load	using	the	food	pedal	keeps	the	hands	free	for	the	job.	

•	 Easily	manoeuvrable	thanks	to	the	4	swivel	castors	and	high	stability	due	the	large	

 base size.

•	 With	ergonomic	swivel	handle.

For use in pits 

and underneatH 

elevated veHicles.
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500 - 600 MM

460 - 500 MM

RQAC17A RQA1200

RQTJX1000

 saddle small 
 

 HigH liFt transmission 
 j ack 1.000 kg

pARTiCuLARLy uSeFuL iN THe RepLACeMeNT OF DiFFeReNTiAL 
SeTS, TRANSMiSSiONS, geAR BOxeS, eNgiNeS eTC.
THe SADDLe iS eQuippeD WiTH CHAiNS TO eNSuRe SAFe 
MOveMeNT OF LOAD. eQuippeD WiTH A DeTACHABLe puMp 
WHiCH ALLOWS THe JACk TO Be uSeD iN ANy pOSiTiON.

CApACiTy: 1.000 kg
LeNgTH x WiDTH: 900 x 700 MM
SADDLe DiMeNSiONS: 375 x 375 MM
SADDLe HeigHT, LOWeReD: 160 MM
MAxiMuM HeigHT, exTeNDeD: 730 MM
HyDRAuLiC STROke: 570 MM
WeigHT: 86 kg

 adjustable saddle witH cHains
 

CAPACiTy A B C D E F

kg mm mm mm mm mm mm kg

RQTJ3003 300 24 1140 850 315 1990 60 610 22

RQTJ7503 750 29 1110 820 315 1930 60 720 30

RQTJ12003 1200 33 1110 815 315 1925 60 720 32

TL733N 300 54 1135 815 255 1950 60 600 32



W W W . R O D A C . C O M

96

A B C D E R R F G

Capacity mm mm mm mm mm min max mm mm kg

RQC10N 1000 1670 2440 1800 820 80 1260 1550  -  - 130

RQC20C 2000 1755 2460 1754 820 200 1230 1530 720 980 160

RQC30N 3000 2000 2920 2150 1120 265 1620 1910  -  - 302

RQCF05C 500 1400 2100 1435 800 110 985 1180 590 420 63,5

RQCF10C 1000 1710 2410 1600 850 110 1100 1400 718 420 94

RQCF20C 2000 1740 2460 1900 1050 200 1240 1530 865 565 148

Pos. 1 Pos. 2 Pos. 3
  Model kg kg kg

500 KG 500 400 325

1000 KG 1000 800 700

2000 KG 2000 1750 1650

3000 KG 3000 2500 2300

Hydraulic engine cranes

OpTiON: SeCuRiTy MeCHANiSM RQA125 ( 500 kg ) RQA5126 ( 1.000 kg ) RQA127 (2.000 kg)

•	 The	extendable	jib,	swivel	castors	and	hook	with	latch	allow	easy	access	to	the	load	and	make	the	cranes	very	manoeuvrable.	

•	 The	polyamide	wheels	and	castors	will	not	damage	garage	floors,	do	not	rust	and	are	quiet	in	operation.	

•	 The	models	RQCF05C,	RQCF10C,	RQCF20C	and	RQC20C	can	be	upgraded	with	a	mechanical	safety	device	which	acts	automatically	when	reaching	lifting	height.

•	 All	RQ	models	are	fitted	with	a	swivel	hydraulic	unit	up	to	135°,	(RQC30N	with	2-piston	pump).

•	 The	model	RQC10N	is	fitted	with	80	mm	minimum	height	legs.
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RQC...

RQDD250

RQCF...

TL68010

TL22500RQDD300

can be used 

on all rodac cranes. 

suitable For 200 liter 

drums.

 Hydraulic crane

 drum liFting clamp
 

CApACiTy MAx.300 kg,  WeigHT 7,5 kg

 Foldable Hydraulic crane
 

THeSe MODeLS FOLD QuiCkLy AND ReQuiRe ONLy A SMALL SpACe. 
THey ARe eASiLy MOveD THANkS TO THe SMALL FiTTeD WHeeLS. (RQCF..., TL988)

 load rotor
 

ø 22 MM
MAx. 500 kg.
525 x 135 MM

 Hydraulic drum dolly
 

LiFTiNg HeigHT: 725 MM, CApACiTy MAx.: 300 kg, WeigHT:  70 kg
FOR pLASTiC AND STeeL 200 LiTeR DRuMS, WiTH AuTOMATiC CLAMp.

 engine Holder

CApACiTy: 500 kg, A MAx.:1.400 MM, WeigHT 16 kg
THiS ADJuSTABLe eNgiNe HOLDeR keepS THe MOTOR AT iTS pLACe DuRiNg ALL iNTeRveNTiONS 
ON geARBOx, eNgiNe BLOCk eTC.
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A B C D E G1 G2 R1 R2 R M 

mm mm mm mm mm min max mm mm mm mm kg

RQPBR10 470 330 720 132 370 35 315 86 75 161 38

RQPBR15 550 350 800 132 430 45 338 95 75 170 48

RQPJR20 670 488 1850 132 530 12 762 150 75 225 100

RQPJR30 670 488 1850 132 530 53 740 150 75 225 104

RQPPAR20 (V) 670 488 1850 132 530 21 858 120 75 195 106

RQPPAR30 (V) 670 488 1850 132 530 17 854 120 75 195 112

RQPPAR50 (V) 670 488 1850 132 530 66 766 120 75 195 145

RQPPSR30 (V) 890 490 1900 150 720 84 770 120 75 195 212 147

RQPPSR50 (V) 890 490 1900 150 720 84 770 120 75 195 189 191

TL620A 810 300 1690 177 635 140 635 152 152 150

presses with air hydraulic foot pump. 

(RQppAR20v, RQppAR30v, RQppAR50v, 

RQppSR30v, RQppSR50v).

RQ

Hydraulic sHop presses

•	 Indispensable	for	jobs	such	as	straightening,	bending,	folding,	punching,	etc.	
•	 Ideal	for	the	installation	and	removal	of	bolts,	bearings	and	axles.	
•	 All	presses	are	equipped	with	an	extension	screw	for	quick	approach	and		 	
 precision adjustment. 
•	 Piston	retracts	automatically	when	release	valve	is	opened.	
•	 The	presses	are	delivered	fully	assembled	and	ready	for	work.	
•	 With	2	V-blocks	and	legs	with	boltholes	for	fixing	the	press.
•	 All	models	are	equipped	with	a	overpressure	valve	are	equipped	with		 	
 overpressure valve. 
•	 The	RQPPSR30(V)	and	RQPPSR50(V)	are	equipped	with	a	winch,	
 a two piston pump and a sliding cylinder.
•	 All	models	with	foot	pump	can	be	used	for	quick	pneumatic	approach	of	the		 	
 work, pressing should be done manually.
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RQPPSR... ( V )

RQAP5600

RQPJR...

RQPPAR...(v)

TL620A

RQPBR...

 Hydraulic worksHop press, 
 

AVAiLABLE iN 20, 30 AND 50 ToNNES
ARe SuppLieD WiTHOuT puNCHSeT

 Hydraulic worksHop press

AVAiLABLE iN 20 ToNNES

 Hydraulic bencH press
  

AVAiLABLE iN 10 AND 15 ToNNES
ARe SuppLieD WiTHOuT puNCHSeT

 Hydraulic worksHop press, 
  

AVAiLABLE iN 30 AND 50 ToNNES
ARe SuppLieD WiTHOuT puNCHSeT

 set oF puncHes

uNiveRSAL, SuiTABLe FOR ALL TypeS OF NeW pReSSeS OF THe RQp..R ..- SeRieS

 Hydraulic worksHop press
 

AVAiLABLE iN 20 AND 30 ToNNES
ARe SuppLieD WiTHOuT puNCHSeT
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TL804N - TL810N

 Hydraulic body repair kits

iN A MeTAL CASe FOR BeADiNg OuT, SpReADiNg AND CLAMpiNg.

TL804N Capacity 4 tonnes

Weight 22,5 kg

1 TL804N01

2 TL804N02 495mm

3 TL804N03 418mm

4 TL804N04 215mm

5 TL804N05 125mm

6 TL804N06 82mm

7 TL804N07

8 TL804N08

9 TL804N09

10 TL804N10

11 TL804N11

12 TL804N12

13 TL804N13

14 TL804N14

15 TL804N15

16 TL804N16

17 TL804N17

18 TL804Np28

TL810N Capacity 10 tonnes

Weight 38 kg

1 TL810N01

2 TL810N02 685mm

3 TL804N03 456mm

4 TL804N04 250mm

5 TL804N05 127mm

6 - -

7 TL804N06

8 TL804N08 

9 TL810N08

10 TL804N09

11 TL804N10

12 TL804N11

13 TL804N13

14 TL804N12

15 TL804N14

16 TL804N15

17 TL804N16

18 TL804Np28
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RQBRS10N

31 
RQA5506H
3/8 NpT

30 
RQA5506M
3/8 NpT

3

3

4

5
6

7

15
15

9
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1

10

26
27 25

RQBRS10N

RQBR20

 Hydraulic body repair kit

iN A pLASTiC BLOWCASe FOR BeADiNg OuT, SpReADiNg AND CLAMpiNg.

 Hydraulic body repair kit

iN A MeTAL CASe  FOR BeADiNg OuT, SpReADiNg AND CLAMpiNg.

tHe most complete 

body repair kit due to 

tHe number 

oF accessories

Capacity 10 tonnes

Weight 45 kg

1 400 cm3 / 700 bar RQAB01

2 RQpCB10

3 RQA5067

4 3/8 NpT, 1,5 mtr RQA5541

5 ø 42, L700 RQA5033

6 ø 42, L480 RQA5034

7 ø 42, L230 RQA5035

8 RQA5048

9 RQA5042

10 RQA5038

11 RQA5053

12 RQA5054

13 RQA5055

14 RQA5050

15 RQA5039

16 ø 42, L130 RQA5036

17  RQA5049

18 RQSH1

19 RQA5043

20 RQA5086

21 RQA5057

22 RQA5058

23 RQA5056

24 RQA5051

25 RQA5052

Capacity 20 tonnes

Weight 45 kg

1 400 cm3 / 700 bar RQAB01

2 RQpCB20

3 RQA5167

4 3/8 NpT, 1,5 mtr RQA5541

5 ø 60, L700 RQA5233

6 ø 60, L460 RQA5234

7 ø 60, L255 RQA5235

9 RQA5242

10 RQA5238

15 RQA5239

25 RQA5252

26 RQA5284

27 RQA5280
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RQBS10E

OpTiON: AiR HyDRAuLiC FOOTpuMp (RQAB71). OpTiON: AiR HyDRAuLiC FOOTpuMp (RQAB72).

 body straigHtener

   RQBS10E 

   

    10 tonnes 

178,5 kg

1 RQAB01

2 RQpCB10

3 RQA5541

4 RQA5096

5 45 mm RQA5095

6 85 mm RQA5094

7 RQS21

8 RQA5087

9 ø 41 RQA1512

10 RQA1513

11 RQA5088

12 RQA5089

This set is equipped to carry out repairs to badly 

damaged cars. With an articulated body, it offers a 

better performance as it allows pulling from 

different angles. it can be equipped with (hydraulic) 

or (pneumatic) foot pedal pumps, which will keep 

your hands free for the job.
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TL8011

RQBNR2

 extendable multipurpose
 trolley
 
MiN: 860 x 240 x 225 MM 
MAx: 860 x1.320 x 1.380 MM
   

WeigHT: 1.380 MM  
CApACiTy: 100 kg

 Hydraulic benders
 

FOR gAS pipeS, DiN 2440 AND DiN 2441. 
MAxiMuM BeNDiNg ANgLe: 180°. 
SuppLieD iN A WOODeN CASe, WiTH TRipOD STAND AND COMpLeTe 
SeT OF FORMeRS: RQBN2: 1/2“, 3/4“, 1“, 1 1/4“, 1 1/2“ AND 2“

FiTTeD WiTH ReTRACTABLe BeNDiNg FRAMeS TO FACiLiTATe eASieR 
pOSiTiONiNg OF BeNDiNg SuppORTS AND pipe.
piSTON ReTRACTS AuTOMATiCALLy WHeN ReLeASe vALve iS OpeNeD. 
COMpLeTe iNSTRuCTiONS FOR uSe, MAiNTeNANCe AND BeNDiNg 
JOBS ARe SuppLieD WiTH THe MACHiNe. 
    

ALL BeNDiNg JOBS CAN Be CARRieD OuT WiTHOuT pHySiCAL eFFORT 
THANkS TO THe HigH FORCe OF THe HyDRAuLiC uNiT.
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RQA5089 - RQA5189 - RQA5289 RQA5088 - RQA5188 - RQA5288

RQPCB...

RQPC...

RQPL...

RQA5...

 pusH cylinders 3/8 npt
 

 pulling cylinders 3/8 npt
 

 pusH cylinders 3/8 npt

 attacHement For cylinders
 

Stroke oilcap.

tonnes mm cm3 mm kg

RQPCB5 5 115 92 399-284 2,2

RQPCB10 10 135 196 467-332 4,35

RQPCB20 20 130 368 494-364 10,0

Stroke oilcap.

tonnes mm cm3 mm kg

RQPCB5 5 115 92 399-284 2,2

RQPCB10 10 135 196 467-332 4,35

RQPCB20 20 130 368 494-364 10,0

Stroke oilcap.

tonnes mm cm3 mm kg

RQpL5 5 50 40 227-177 1,35

RQpL10 10 50 73 241-191 2,4

RQpL20 20 50 141 266-216 5,5

mm mm mm kg

RQA5089 20 47 51 18

RQA5189 20 47 51 18

RQA5289 20 47 56 18

RQA5088 20 47 51 18

RQA5188 20 47 51 18

RQA5288 20 47 56 18

RQpCB5
(RQA5189, RQA5188)

RQpCB10
(RQA5089, RQA5088)

RQpCB20
(RQA5289, RQA5288)

RQpL5
(RQA5189, RQA5188)

RQpL10
(RQA5089, RQA5088)

RQpL20
(RQA5289, RQA5288)

RQpC2.5
(RQA5189, RQA5188)

RQpC5
(RQA5089, RQA5088)

RQpC10
(RQA5289, RQA5288)
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TL60...

RQAB71

RQAB72

y o u r  p o w e r F u l  F r i e n d  W W W . R O D A C . C O M

 low cylinders ¼“ bsp
 

Capacity Stroke

tonnes mm mm kg

TL6002L 2 80x40x41 13 0,56

TL6004L 4 90x45x42  14 0,70

TL6010L 10  117x60x44 11 1,3

TL6030L 30 144x98x62 12 4,15

 air Hydraulic Footpump  

 air Hydraulic Footpump 

OiL CApACiTy: 1,7 L
AiR CONNeCTiON: 1/4“
OiL CONNeCTiON: 3/8 x 18 NpT

DiMeNSiONS: 318 x 181 x 210  MM
WeigHT: 8,5 kg

OiL CApACiTy: 1,7 L
AiR CONNeCTiON: 1/4“
OiL CONNeCTiON: 3/8 x 18 NpT

DiMeNSiONS: 318 x 181 x 210  MM
WeigHT: 8,5 kg

single acting air Hydraulic pump 

witH one speed and saFety valve, set 

at max. working pressure (700 bar).

single acting air Hydraulic pump 

witH one speed and saFety valve, set 

at max. working pressure (700 bar).



W W W . R O D A C . C O M

106

RODY740

 rodac trolley For tools
 

7 DRAWeRS. COMeS WiTH A RuBBeR COveR TO pReveNT SCRATCHeS. 
THe TOOL TROLLey iS LOCkABLe AND COMeS WiTH 2 FLexiBLe keyS. 
      

LeNgTH:  67 CM
WiDTH:  45.5 CM
HeigHT:  100 CM

tHe rody740 is tHe First tool trolley oF rodac and is tHe result oF tHe collaboration between 

rodac and tHe new motHer company sam in France. tHe tool trolley is manuFactured in France 

and is tailored to tHe speciFic needs oF tHe european market sucH as a HeigHt oF 1 meter.
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RODY740 - 131

CONTeNT

•	 T-1MZ	Module	of	screwdivers	s1	slotted	+	philipps

•	 T-3MZ	Module	abs	for	screwdrivers	s1	torx

•	 190-J4MZ	Module	of	circlips	pliers

•	 M1-10MZ	Modulosam	stamping	tools

•	 P13-J4MZ	Module	pliers

•	 50N-J12MZ	Module	abs	set	of	combination	wrenches	7	to	19mm

•	 75-SH1MZ	Module	sockets	and	acces	1/2˝  

•	 Module	ratchet	sockets	and	accessories	3/8˝ incl. J-159-A 

•	 73-R1MZ	Module	sockets	1/4˝  

 rodac trolley incl. 131 tools

7 DRAWeRS. COMeS WiTH A RuBBeR COveR TO pReveNT SCRATCHeS. 
THe TOOL TROLLey iS LOCkABLe AND COMeS WiTH 2 FLexiBLe keyS. 

LeNgTH: 67 CM 
WiDTH: 46,5 CM
HeigHT: 100 CM 
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RQHL05 

RQHL04N 

mobile HeadligHt tester 

witH a polycarbonate 

optical lens and a 

digital lux meter

 HeadligHttester

MiN. HeigHT: 240 MM, MAx HeigHT: 1410 MM

 HeadligHttester

MeASuRiNg HeigHT: 250 / 1.450 MM, WeigHT: 36 kg, DiMeNSiONS:  600 x 600 x 1.800 MM

steady, mobile model, one-Hand operation. 

witH laser pointing system, mirror visor 

and analogical luxmeter, For xenon, 

dipped HeadligHts and beams, also For trucks. 

tÜv certiFied unit.
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RQN4110 RQN4120

dot3, dot4, dot5.1, dot6.1

•	 Not	suitable	for	mineral	oils.

•		 The	professional	solution	for	your	workshop	equipment!	

•		 These	brakebleeders	are	suitable	for	intensive	use,	a	long	life	is	guaranteed	by		high	quality	components	and	robust	technology.	

•		 The	brake	bleeder	is	easy	to	operate	by	one	person	to	ensure	a		quick	and	safe	fluid	exchange.	

•		 The	device	operates	on	220	V.	

•		 These	pulsating	brakebleeders	are	available	in	two	versions,	suitable	for	10	liters	and	30	liters	of	brake	fluid,	and	work	directly	from	the	original	container.	

•		 They	are	equipped	with	and	automatic	safety	device	which	ensures	that	no	pressure	builds	up	when	the	container	is	empty.	

•		 The	pressure	will	automatically	decline	when	the	device	is	turned	off.		

•		Suitable	for	normal	and	ABS	brake	systems.	

•		 The	RQN4120	features	an	integrated	suction	system	and	is	supplied	without	barrel.	

 electronic brake bleeder 10 ltr  electronic brake bleeder 30 ltr

pReSSuRe 0-3 BAR geARLeSS
CONTAiNeR Size 10 LiTeR
HOSe LeNgTH 3,5 M
vOLTAge 220 v
WeigHT 5,2 kg
DiMeNSiONS 325 x 195 x 402 MM

pReSSuRe 0-3 BAR geARLeSS
CONTAiNeR Size MAx 30 LiTeR 
HOSe LeNgTH 3.5 M 
vOLTAge 220 v 
WeigHT 15 kg
DiMeNSiONS 400  x 340 x 1.100 MM
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RQN4075 RQN4048

dot3, dot4, dot5.1 dot3, dot4, dot5.1, dot6.1

•	 To	renew	and	replace	the	brake	fluid	of	all	vehicles	in	a	few	minutes.

•	 Suitable	for	ABS	systems,	as	the	working	pressure	is	controlled	in	the	system.

•	 No	air	in	the	braking	system	due	to	the	fluid	exchange.

 electronic brake bleeder, 5 ltr
 12 v

NOT SuiTABLe FOR MiNeRAL OiLS. uNiveRSAL ADApTeR RQNAe4075 ( OpTiONAL )
DiMeNSiONS: 250 x 250 x 290 MM
WeigHT: 6 kg

 electronic brake-clutcHbleeder 
 220 v

WiTH AuTOMATiC STOp BuTTON, THAT WiLL WORk WHeN THe BRAke FLuiD iN FiLLiNg BARReL iS FiNiSHeD.
ABS-SBC NOT SuiTABLe FOR MiNeRAL OiLS BOTTLe AND ADApTOR iNCLuDeD
DiMeNSiONS: 300 x 400 x 870 MM, WeigHT: 10 kg

tHe bleeders can be used witH tHe adaptors 

sHown on pages 112 and 113.
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RC011N

RQN4080

RQNA4030

RC014

dot3, dot4, dot5.1 Air operated device suitable to bleed brakes and hydraulic clutches 

of all vehicles. The bleeding operation can be performed in a few minutes 

by one operator only. The break bleeder is equipped with one membrane 

which separates the oil from the air container in an interior chamber. 

in this way any risk of emulsion is avoided. Working pressure of the oil 

is 1,5 bar. Charged with compressed air it is independent for several 

bleeding operations. The safety valve is set at 6 bar.

 brake bleeder kit
 

 pneumatic brake bleeder 
 + accessories
 

 plastic can For brake Fluid - 1 ltr

 brake bleeder kit For motorcycle

BSP mm BAR ltr mtr mm mm mm kg

RC011N 1/4 8 6,3 1 1 215 190 125 1,3

RC014 1/4 8 6,3 1 1 215 190 125 1,4

rQn4080 can be used witH tHe adaptors 

on page 112 and 113.

WiTH 5 ADApTORS, 2 BOTTLeS AND 
1 uNiveRSAL ADApTOR RQNA4025N 
  
  
  

OiL CApACiTy:  5 LTR
pReSSuRe MAx.:  6 BAR
eNSiONS:  240 x 310 x 620 MM
WeigHT:  10 kg



W W W . R O D A C . C O M

112

RQNA... 4001 4002 4003 4004 4005 4006 4008 4010 4011 4012 4013 4019 4022 4025N
Cap nr. 1 2 3 4 5 6 8 10 11 12 13 19 22 UNi

DiAM. M28,2 M24,2 M29,5 M35,8 M45,8 M61,5 M44,6 M79,9 M67,1 M72,3 M46,7 M56,2 M30,1
x 3 x 3 x 3 x 3 x 3,5 x 4 x 3,5 x 4 x 4 x 4 x 3 x 4 x 2

Alfa Romeo x x x
Audi x
Austin x x x x
Autobianchi x
BMW x x
Citroën x x
DAF x x
Daewoo x
Ferrari x x
Fiat x x x
Ford x x x
innocenti x x x x
Jaguar x
Lamborghini x x
Lafer x
LADA x
Lancia x x
Land Rover x x
Leyland x
Maserati x x
Mitsubishi x
Matra x
Mazda x
Mercedes x
Nissan x
NSU x
opel x x
Peugeot x x
Porsche x x
Renault x x x x
Rover x
Saab x
SEAT x
Suzuki x
Talbot x x
Toyota x
Triumph x
Vauxhall x
Volkswagen x x
Volvo x x

RQNA... 4001 4002 4003 4004 4005 4006 4008 4010 4011 4012 4013 4019 4022 4025N
Cap nr. 1 2 3 4 5 6 8 10 11 12 13 19 22 UNi

Astra x
Bedford x x x x x
Berliet x x x x
DAF x
Ebro x x x
Fiat x x x x x
Ford x x
Magirus x x
Mercedes x
o.M. x x
Pegaso mod.Comet x
Renault x x x x
Saviem x x x x
Scania x x x
Unic x x
Volvo x x

car model

truck model
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RQNAE40... 01 02 03 04 05 06 07 08 09 10 11 12 13 14 15 16 17 18 19 20 21

Alfa Romeo x x x
Audi x
Bentley x
BMW x
Cadillac x x
Chevrolet x
Chrysler x x x
Citroën x x x
GM x x
Daf type 45 x x
Daihatsu x x
Ferrari x
Fiat x x x
Ford x x x x x
Honda x x x
Hyundai x x x
iveco Magirus x x
Jaguar x x
Kia x x x
LADA x x
Lancia x x
Lexus x
Maserati x
Mazda x x x
Mercedes x x x
Mitsubishi x x x x
Moskvich x
Nissan x x x x x
opel x x x x
Peugeot x x
Pontiac x x
Porsche x
Proton x
Renault x x
Rover x x x
Saab x x
Ssangyong x x x
SEAT x x
Skoda x
Steyr x x
Subaru x x x
Suzuki x x x x
Toyota x x x x x
Trabant x
Volkswagen x x
Volvo x x x

tHese euro adaptors are suitable For certain models oF tHe Following car brands:
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RQN5020 RQN5010 - RQN5025

 pressure sprayer  pressure sprayer

Devices suitable to spray in an efficient manner: detergents, lube oils and similar low viscosity products for car washing, degreasing, lubrication etc. Filled with 
suitable liquid (3/4 of their capacity) and pressurized with air at 6-8 bar, they become autonomous and can be used without permanent connection to compressed air 
supply. The reservoir is equipped with level gauge. The pressure sprayer is supplied with anti-splash funnel. Safety valve set at 1 bar. All models are equipped with a 
lance (620 mm) with spray nozzle and a filter for sprinkling. The spiral hose is extendable up to 7 meters.

Content Pressure

kg max. bar mm mm mm kg

RQN5020 24 8 370 310 805 12

RQN5010 24 8 395 330 790 15

RQN5025 50 8 410 400 1.030 23

warning: Flammable or corrosive liQuids are not allowed.

stainless steel 

model



W W W . R O D A C . C O M

115

TL220N

RC030

RC035

TL220KWASTRQN1000

Capacity tray:  75 ltr
pump:  220 v
Weight:  24 kg

A:  483 mm
B: 725 mm
C:  883 mm
D:  483 mm
e:  780 mm

 parts wasHer 220 v

SuiTABLe FOR CLeANiNg SMALL MOTOR pARTS AND MeCHANiCAL COMpONeNTS OF veHiCLeS AND 
MACHiNe TOOLS. THe WASHiNg FLuiD pOWeReD By eLeCTRiCiTy, iS TRANSFeRReD DiReCTLy TO THe 
FLexiBLe MeTAL TuBe. THe TRAy iS eQuippeD WiTH A DRAiN vALve.

warning: Flammable or corrosive products 

or products wHicH give oFF toxic and noxious 

vapours are not allowed. use only cHemical 

products suitable to wasH mecHanical parts.

 Fluid evacuator manual

pARTiCuLARy SuiTABLe FOR TRANSMiSSiON FLuiD, BRAke FLuiD, ReFRigeRANT, geAR WHeeL- AND 
MOTOROiL, AuTOMATiC CLOSiNg AT 5,5 LTR CONTeNT HOLDeR: 6 LTR, DeLiveReD WiTH 4 pROBeS 
(1 FOR BRAke FLuiD)

 Fluid evacuator manual or pneumatic

pARTiCuLARy SuiTABLe FOR TRANSMiSSiON FLuiD, BRAke FLuiD, ReFRigeRANT, geAR WHeeL- AND 
MOTOROiL, AuTOMATiC CLOSiNg AT 5,5 LTR CONTeNT HOLDeR: 6 LTR, DeLiveReD WiTH 4 pROBeS 
(1 FOR BRAke FLuiD)

 brusH For wasHer

BRuSH WiTH kNuRLeD BRiSTLeS FOR WASHiNg TANk. THe BRuSH iS COMpLeTe WiTH HOSe CONNeCTOR. 

 leatHer wringer roller

FOR FLuSH WALL MOuNTiNg WiTH ANgLe BRACkeTS, WiTHOuT TANk.
DiMeNSiONS: 430 x 400 x 140 MM, WeigHT: 9 kg
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RQN7610

RQN7620 RQN8010

 manual operated grease dispenser

MOBiLe MANuAL gReASe DiSpeNSeR. FORCiNg THe LeveR WiLL DeLiveR THe gReASe.

 manual operated oil dispenser

SuiTABLe FOR HigH viSCOSiTy OiLS. THeSe DeviCeS ARe NORMALLy uSeD FOR FiLLiNg OR TOppiNg up 
MOTOR, geAR AND DiFFeReNTiAL OiL. 

 pneumatic oil dispenser

THe ReSeRvOiR iS eQuippeD WiTH LeveL gAuge AND HAS A CApACiTy OF 24 LiTReS. THe DeLiveRy 
HOSe (eQuippeD WiTH guN) HAS A LeNgTH OF 1,5 MeTeRS. SuppLieD WiTH ANTi-SpLASH FuNNeL. 
SAFeTy vALve iS SeT AT 4 BAR.

tHe tHicker tHe oil, 

tHe HigHer tHe 

viscosity.

tHe tHicker tHe oil, 

tHe HigHer tHe 

viscosity.

kg / ltr mtr mm mm mm kg

RQN7610 16 kg 300 330 530 1,8 8 

RQN7620 16 l 300 330 530 1,8 8

RQN8010 24 l 320 370 780 1,5 16
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RQNA7520 - RQNA7521

RQNA7500

RQNA7570

RQNA7501

RQNA7580ARQNA7510

 Hose For grease 1/4”

RQNA7520 - 3 M RQNA7521 - 6 M

 trolley

WeigHT 11 kg SuiTABLe FOR DRuMS 20/60 kg

 Hose For oil 1/2”

4 M

 trolley

WeigHT 21 kg, SuiTABLe FOR DRuMS 180/220 kg

 digital gun For oil grease gun
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RQNA7530 - RQNA7531 - RQNA7532
RQNA7533 -RQNA7534(A) - RQNA7535

RQNA7540 - RQNA7541 - RQNA7542
RQNA7543 - RQNA7544 - RQNA7545

 Follower plates  covers For drum

Suitable for drums

kg mm

RQNA7530 20 - 30 340

RQNA7531 50 - 60 370

RQNA7532 180 - 200 585

RQNA7533 50 - 60 410

RQNA7534 20 - 30 285

RQNA7534A 20 - 30 310

RQNA7535 12 - 20 265

RQNA7540 20 - 30 350

RQNA7541 50 - 60 385

RQNA7542 180 - 200 600

RQNA7543 50 - 60 420

RQNA7544 20 - 30 310

RQNA7545 12 - 20 280
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RQNA7561

RQNA7551

RQNA7560

RQNA7550

RQNA7552

grease

oil

 oil pump

 grease pump

 oil pump

 grease pump

Viscosity

(min-max) bar mm max l / min kg kg

RQNA7550 50:1 5-8 800 gr/min 480 NLgi 2 120 20-30 5,4

RQNA7551 50:1 5-8 800 gr/min 740 NLgi 2 120 50-60 5,5

RQNA7552 50:1 5-8 800 gr/min 940 NLgi 2 120 180-200 6

RQNA7560 3:1 5-8 16 l/min 730 SAe150 110 - 5,7

RQNA7561 3:1 5-8 16 l/min 940 SAe150 110 - 5,9

 grease pump
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RQN1053

RQN1021

RQN1063

RQN7715

Suction/drainer suitable to drain by gravity or by suction waste oil from sumps and gearboxes of any vehicle. if used as oil suction devices, they become, after depressurization 
(creation of vacuum inside the reservoir) autonomous because they don’t need continuous connection to the air supply. The suction is performed via one selected probe 
amongst those which are supplied as standard.
The reservoir of all models is equipped with a level gauge. The emptying of the reservoir is air operated and the max. operating air pressure is 2 bar. The length of the suction 
and drain hose equipped with anti drip plug is 1,5 and 2 meter. The suction time with hot oil (70/80° C) and probe ø 6 mm, is 1,5-2 liter per minute. ideal devices to extract 
through suction, via probe, waste oil direct from sumps of cars, trucks, tractors, boats, etc.

 oil drainer

 oil suction unit

 combined oil suction-drainer

 container 205 ltr. 
 zinc plated

CApACiTy: 205 LiTeR. SuiTABLe FOR 2 DRuMS.

reservoir - l bowl - l (min-max) - mm mm mm mm kg

RQN1053 65 12 1.150-1.730 400 440 870 27,5

RQN1063 65 12 1.150-1.730 400 440 870 27,5

RQN1021 24 - - 375 375 705 14

RQN7715 205 - - 1210 740 330 54

warning: under no circumstances must tHe above models be used witH brake Fluids, 

Fuels or any inFlammable or corrosive products.
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RQN8070

RQN8090

RQN8080

 oil drain pan

pOLyeTHyLeNe MODeL FOR THe ReCOveRy OF OiL AND ANTi-FReeze

 oil drain pan

pOLyeTHyLeNe MODeL FOR THe ReCOveRy OF OiL AND ANTi-FReeze WiTH 4 CASTeRS

 oil drain pan

pOLyeTHyLeNe MODeL FOR THe ReCOveRy OF OiL AND ANTi-FReeze

 l mm mm mm kg

RQN8070 5 430 310 95 0,6 

RQN8080 8 580 330 120 1,1

RQN8090 30 550 500 125 6
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RQN8050 - RQN8060

RQNA8050 RQNA8060

RQN9000

 l mm mm mm kg

RQN8050 7,6 540 385 125 1,0 

RQN8060 17 590 455 170 1,4

RQN9000 50 980 570 195 26

 oil drain pan

OpeN pOLyeTHyLeNe MODeL WiTH MeTAL MeSHeS. 
RQN8050 iS SuppLieD iN BLue AND RQN8060 iN ReD COLOR.

 Handle For oil drain pan rQn8050

WiTH 600 MM gRip

 Handle For oil drain pan rQn8060

WiTH 600 MM gRip

 rolling drainer

CApACiTy: 50 L, DiMeNSiONS: 980 x 570 x 195 MM, WeigHT: 26 kg
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There may, on occasions, be cases where you are not totally satisfied 

upon receiving a delivery. There are a variety of reasons why this might 

occur, and if it does, it goes without saying that we will be very happy to 

resolve the problem. We have formulated a number of rules for this 

purpose, to make things more clear.

Damage during transport

Damage during transport will be evident when there is visible damage to the 

packaging of a consignment, which has been caused by the transporter. in this 

case you must place a comment to this effect on the consignment note before 

you sign for it. 

is something missing from the consignment? if something is missing then you 

should also indicate this on the consignment note upon receipt of the package. 

We are only able to deal with a report of this nature if we are informed within 5 

days of the invoice date by means of a copy of the consignment note containing 

an appropriate comment. No charge shall be payable on return consignments 

sent as the result of damage during transport.

Missing delivery

you have ordered something, you have received the invoice, but not the goods? 

in this case, inform us within 5 working days of the invoice date and we will 

resolve the matter for you as quickly as possible.

incorrect delivery

Should you receive a different item or different number of items to what you 

ordered, contact our in-house team to arrange a return order confirmation. We 

request that you send this document together with the item being returned. No 

charge shall be payable on return consignments.

incorrect item ordered

you may have ordered an incorrect item by mistake. if this is the case, contact 

our in-house team to arrange a return order confirmation. you will then be able 

to return the item to us, together with this form, at your own expense. Once we 

have received the goods, and if they are unused, undamaged and in their original 

packaging, we will send you a credit note, upon which we will impose a 20% 

restocking charge.

General returns

RODAC international bv can accept returned goods that are unused, undamaged 

and in their original packaging, that still appear in within the current range and 

which you purchased within the last 12 months. A 20% restocking charge shall 

be imposed for this service on pneumatic tools, for equipment we’ll charge 30% 

restocking. Should you wish to return an item, please contact our in-house 

team to arrange a return order confirmation and obtain further advice.

item does not match specification

Are you dissatisfied with an item because it differs from the specification 

given? if the problem is related to the dimensions, then the costs for returning 

the item shall be borne by us. 

For other specifications, you can return the item to us at your own expense. in 

this case a 20% restocking cost shall be applied to the credit note. you should 

protocolFor returning goods and reQuests For repair

always contact our in-house team before returning goods, so that a return order 

confirmation can be arranged. This should be sent together with the goods.

Requests for repair under warranty

RODA international B.v. provides a 2 year warranty on manufacturing and 

material faults, but not on the wear and tear of components. Adjustments do 

not fall under warranty, this is standard maintenance and can also be carried 

out by us. Sufficient and correct lubrication (using the correct oil) and a good 

supply of air can prevent the need for frequent repairs. if you are unsure, please 

contact our in-house team for advice.

The warranty states that you should return the item to us for repair and 

assessment by our technical services team. The costs for the return 

consignment shall be borne by you. We shall not send a new item immediately, 

as we always attempt to repair the item in the first instance. 

Should a direct replacement of a machine be necessary, we can send a new 

machine and invoice. if the machine appears to be irrepairable and falls under 

warranty, you shall receive a credit note. When we are able to repair the 

machine, this will take place under warranty and the repaired machine will be 

returned to you free of charge. 

if we don’t receive a response within 30 days after a quote for repair, we will 

return the goods unrepaired with costs.

 

The warranty shall become void if you attempt to repair the item yourself. 

you should always contact our in-house team before you return the goods so 

that you can explain the fault to us and arrange to receive a repair order 

confirmation. Send this document together with the goods being returned and 

your purchase order. 

Requests for repair out of warranty

you can provide details of faults or defects that fall out of warranty to the 

in-house team. please provide a clear description of the fault. By doing so, you 

shall reduce the potential repair costs by reducing the time required to 

investigate the problem. you shall receive a repair order confirmation which you 

should send together with the goods to be repaired. After investigation by our 

techincal services team you shall receive a quote for repair within one working 

week. The costs for the return consignment shall be borne by you. Transport 

costs for returning the repaired item shall be borne by RODAC international B.v.

if, upon receiving a quote for repair, you decide that you want us to return the 

goods to you unrepaired, the following costs shall be applied:

Tools: € 15,00

equipment: € 30,00

if you decide that we should scrap the faulty machine, we shall do this for you 

free of charge.
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Square drive, inch

Bolt capacity, mm

Max. torque, Nm

Power, kW

Collet chuck, mm

Variable adjustable

Spindle size

Keychuck, mm

Reversible

Min. torque, Nm

Disc size, mm

Disc size inside, mm

Orbit

Stroke

Paper size, mm

Blows p/min

Piston stroke, mm

Chissel shank, mm

Tensil force, kg-mm

Cutting capacity, mm

Air exhaust

Hose length, mtr

Capacity, ltr

Hook

Air inlet, BSP

Min. hose size, mm

Max. Working pressure

Speed, rpm

Airconsumption, l/m

Noise level, DBA

Vibration, M/S.2

Length, mm

Height, mm

Thickness, mm

Weight, kgPiston, ø mm

tEchNical SpEcificatioNS
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Subject to typographical and printing errors.

RoDac international bv

RODAC International bv is a leading industrial supplier of professional pneumatic tools and equipment
for over 50 years. Our products are widely available through an extensive and experienced

dealer network across Europe and several partners outside Europe. 

RODAC is a respected, well known brand in the industrial market, due to its high quality products on a wide and innovative range, 
add to that our high service level and the result is a market leadership in the Benelux, and a very strong growing company in the other countries. 

The statement ‘Your Powerful Friend’ was given to us by our customers, and adopted as our slogan.

RODAC International bv
Nijverheidstraat 1 - 6135 KJ Sittard - The Netherlands

 T:  +31 (0)46 458 2299 - F:  +31 (0)46 458 0590 - info@sam-rodac.com




